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ANOTACIJA

Stacionaru piesarnojuma avotu emisijas limitu projekts (SPAELP) Pasvaldibas SIA “Ventspils
labiekartosanas kombinats” (Reg. Nr.: 41203001052; juridiska adrese: Pils iela 12, Ventspils, LV-
3601) cieto sadzives atkritumu poligonam “Pentuli” adresé “Jaunpentuli”, Varves pagasts, Ventspils
novads, LV-3623, satur A kategorijas piesarnojosas darbibas D sadalas izstradei nepiecieSamo
informaciju — piesarnojoso vielu emisijas avotu raksturojumus, emitétas vielas, emisijas daudzumus,

emisijas limitu projektu.

Piesarnojoso vielu emisijas limiti noteikti aprékinu cela, pamatojoties uz operatora sniegtajiem datiem

un izmantojot literatiiras saraksta minétas metodikas, ka arT smakas emisijas m&rijjumu rezultatus.

Operatora piesarnojosas darbibas raksturojumam izdaliti 9 emisijas avoti, kas péc aprékinu rezultatiem
kopuma gaisa maksimali var emitét: cietas dalinas — 3.94 t/a; dalinas PM1o — 1.67 t/a; dalinas PM2s —
0.384 t/a; smaku — 415 x 10° OUg/a; oglekla oksidu — 1.17 t/a; séra dioksidu — 1.57 t/a; slapekla
dioksidu — 2.74 t/a; oglekla dioksidu — 1550 t/a.
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1. Operatora raksturojums

Pasvaldibas SIA “Ventspils labiekartoSanas kombinats™” (talak teksta — operators) cieto sadzives
atkritumu poligona “Pentuli” (talak teksta — objekts) adrese ir “Jaunpentuli”, Varves pagasts, Ventspils
novads, LV-3623. Objekta tieck pienemti, Skiroti, parstradati un apglabati atkritumi, ka ari razota un

sadedzinata biogaze.

Operatora darbibas vieta atrodas Varves pagasta, Tehniskas apbiives teritorija (TA). Objekta tuvakaja
apkartn€ atrodas lauksaimniecibas un mezu zemes, ka arT atseviSkas viensétas. Tuvaka dzivojama eka

ir vienséta “Zilites”, kura atrodas ~ 850 m uz D no operatora teritorijas robezas.
Saja SPAELP tiks aprékinata emisija visiem objekta emisijas avotiem.

Objekta teritorijas planojums ar atzZim&tam emisijas avotu atraSanas vietam ir pievienots 1. pielikuma.

1.1. SPAELP nepiecieSamiba

Ta ka objekta ir identificéti un izveidoti jauni emisijas avoti, kas nav tiku$i ieklauti ieprieks€jos
SPAELP, saja SPAELP tiks aktualiz&ta un ieklauta informacija par visiem objekta esosajiem emisijas
avotiem. Tapat $aja SPAELP tiks aprékinata un veértéta visa iesp&jama emisija, kas var€tu rasties

objekta darbibas rezultata.

Katla “Viessmann Vitoplex 200” (avots A3) var tiks izmantoti 2 veidu kurinamie — biogaze un
propana gaze. Nemot véra, ka pamata kurinamais ir biogaze un, to sadedzinot, rodas nedaudz augstaka
piesarnojoSo vielu emisija neka propana gazei, veicot izkliedes modeléSanu, tiks izmantoti emisijas

dati, kas tiks aprékinati biogazei.

Ta ka avarijas biogazes sadedzinasanas lapu “KKG 850 (avots A4) ir paredz€ts izmantot tikai katla
“Viessmann Vitoplex 200 (avots A3) avarijas gadijuma, abas sadedzinaSanas iekartas vienlaicigi
nestradas, 11dz ar to izkliedes modeléSana biogazes sadedzinasanas lapa netiks nemta véra, jo pamata

biogazi ir paredzets sadedzinat katla “Viessmann Vitoplex 200”.
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1.2. Emisijas avotu raksturojums
Objekta ir $adi emisijas avoti:

Avots Al: Atkritumu kratuve:

e Maksimalais izbérto putoso atkritumu daudzums: 3450 t/a.

e Emisijas avota augstums: 35 m.
e Emisijas avota izmérs: 241 m x 186 m.
e (aisa attiriSanas iekartas: nav.

e Maksimalais darbibas ilgums un dinamika:
o PutoSo atkritumu izbér$ana: 5 h/d, 200 d/a, 1000 h/a;
o Atkritumu uzglabasana: 24 h/d, 365 d/a, 8760 h/a.

Avots A2: Seqgts atkritumu komposté$anas laukums:

e Maksimalais kompostéto un sijato atkritumu daudzums: 14 950 t/a.
e Emisijas avota augstums: 2.5 m.
e Emisijas avota izmérs: 50.5 m x 34 m.

e (aisa attiriSanas iekartas: nav.

e Maksimalais darbibas ilgums un dinamika:
o Komposta sijasana: 8 h/d, 251 d/a, 2008 h/a.

Avots A3: Katla “Viessmann Vitoplex 200 dumenis. levadita siltuma jauda — 0.761 MW. Kurinamais

— biogaze, propans:

e Sadedzinasanas iekartas tips: standarta sadedzinasanas iekarta.
o lekartas darbibas uzsakSanas datums: 01.12.2012.
¢ Nominala jauda: 0.7 MW.
e Lietderibas koeficients: 92 %.
e levadita siltuma jauda: 0.761 MW.
e Maksimalais kurinama patérins:
o Biogaze: 1338 000 m*/a;
o Propans: 500 t/a.
e Iekartas vidgja noslodze: 95 %.
e (aisa attiriSanas iekartas: nav.
e Dumena augstums: 6.5 m.
e Diumena iek$gjais diametrs: 350 mm.
e Maksimalais darbibas ilgums un dinamika: 24 h/d, 365 d/a, 8760 h/a.
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Avots A4: Avarijas biogazes sadedzinaSanas lapa “KKG 850”. Ievadita siltuma jauda — 2.6 MW.

Kurinamais — biogaze:

Sadedzinasanas iekartas veids: cita veida sadedzinasanas iekarta.
Iekartas darbibas uzsaksanas datums: 01.12.2012.
Ievadita siltuma jauda: 2.6 MW.
Maksimalais kurinama paterins:
o Biogaze: 1 338 000 m®%a.
Iekartas vidgja noslodze: 28 %.
Gazu attiriSanas iekartas: nav.
Dumena augstums: 6.55 m.
Dumena ieksgjais diametrs: 125 mm.
Maksimalais darbibas ilgums un dinamika: 24 h/d, 365 d/a, 8760 h/a.

Avots A5: Atkritumu priekSapstrades centrs:

Maksimalais apstradato atkritumu daudzums: 20 200 t/a.

Emisijas avota augstums: 10.1 m.

Emisijas avota izmérs: 37 m x 30.55 m.

Gaisa attiriSanas iekartas: nav.

Maksimalais darbibas ilgums un dinamika: 8 h/d, 251 d/a, 2008 h/a.

Avots A6: Atkritumu uzglaba$anas laukums:

Emisijas avota augstums: 4 m.
Emisijas avota izmérs: 60 m x 15 m.
Gaisa attiriSanas iekartas: nav.
Maksimalais darbibas ilgums un dinamika:
o PutoSo atkritumu izbérsana: 8 h/d, 251 d/a, 2008 h/a;

o Atkritumu uzglabasana: 24 h/d, 365 d/a, 8760 h/a.

Avots A7: Atkritumu $kiro$anas centrs:

Emisijas avota augstums: 10 m.
Emisijas avota izmérs: 54 m x 24.5 m.

Gaisa attiriSanas iekartas: nav.
Maksimalais darbibas ilgums un dinamika: 24 h/d, 365 d/a, 8760 h/a.
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Avots A8: Atkritumu SkeldoSanas laukums:

e Maksimalais Skeldoto atkritumu daudzums: 6000 t/a.
e Emisijas avota augstums: 4 m.
e Emisijas avota izmé&rs: 66 m x 40 m.
e (aisa attiriSanas iekartas: nav.
e Maksimalais darbibas ilgums un dinamika:
o Slgeldo§ana: 8 h/d, 365 d/a, 2920 h/a;

o Uzglabasana: 24 h/d, 365 d/a, 8760 h/a.

Avots A9: Atkritumu drupinaSanas un sijasanas laukums:

e Maksimalais drupinato un sijato atkritumu daudzums: 4560 t/a.
e Emisijas avota augstums: 4 m.
e Emisijas avota izmérs: 60 m x 45 m.
e (Gaisa attiriSanas iekartas: nav.
e Maksimalais darbibas ilgums un dinamika:
o Drupinasana un sijasana: 8 h/d, 365 d/a, 2920 h/a;

o Uzglabasana: 24 h/d, 365 d/a, 8760 h/a.
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2. PiesarnojosSo vielu emisijas aprekins
2.1. Emisijas daudzuma aprekina metodes

Piesarnojoso vielu emisijas daudzums tiks aprékinats $adam piesarnojosam vielam: cietajam dalinam,;
dalinam PMjio; dalinam PM3zs, smakai, oglekla oksidam, séra dioksidam, slapekla dioksidam, oglekla
dioksidam.

Piesarnojoso vielu emisijas limiti noteikti aprékinu cela, pamatojoties uz operatora sniegtajiem datiem
un izmantojot literatiiras saraksta minétas metodikas, ka arT smakas emisijas m&rijjumu rezultatus.

2.1.1. No smakas emisijas avotiem

No atkritumu parstrades iekartam tiek emitétas $adas piesarnojosas vielas: smaka.

Smakas emisijas daudzumi no atkritumu parstrades iekartam tiks aprékinati, izmantojot VSIA
“Latvijas Vides, geologijas un meteorologijas centrs” laboratorijas 23.07.2024. objekta veikto smakas
emisijas instrumentalo mérijumu rezultatus. TestéSanas parskats ir pievienots 8. pielikuma
(elektroniski).

Smakas emisijas mérfjumu rezultati ir apkopoti 1. tabula.

Smakas emisijas mérijumu rezultati no parstrades iekartam

1. tabula
Emisijas avots Avota nosaukums Smakas emisija, OU/s/m?
Al Atkritumu kratuve 0.24
A2 Segts atkritumu kompostesanas 0.31
laukums

A5 Atkritumu priekSapstrades centrs 4.3

A6 Atkritumu uzglabasanas laukums 0.49
A7 Atkritumu SkiroSanas centrs 0.225

No sadedzinasanas iekartam (A3, A4), ka arT no atkritumu SkeldoSanas laukuma (AS8) un atkritumu

drupinaSanas un sijasanas laukuma (A9) smakas emisija nav paredzama.
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2.1.2. No atkritumu izbér$anas atkritumu kratuvé

No atkritumu izb&rSanas atkritumu kratuvé tiek emitétas $adas piesarnojosas vielas: cietas dalinas
(PM), dalinas PMio, dalinas PM2s.

Maksimalais atkritumu kratuveé izbértais atkritumu daudzums, kas var radit puteklu emisiju, ir 3450 t/a.
Ar Siem atkritumiem tiek veikta 1 b&rSanas darbiba — p&c atveSanas uz objektu tie tiek izbeérti atkritumu
kratuve apglabasanai. Lai nepielautu augstak minéto atkritumu putéSanu, tie péc izbérSanas iesp&jami
1sa laika tiek apberti ar citiem, neputoSiem atkritumiem, lidz ar to no augstak minéto atkritumu

uzglabaSanas puteklu emisija nerodas.

Bérsanas darbibas

Lai aprékinatu materialu bérSanas emisijas faktoru, tiks izmantota ASV Vides aizsardzibas agentiiras
metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas “Miscellaneous Sources”
nodala “Aggregate Handling and Storage Piles” [1].

Apréekinu metodikas [1] 13.2.4-4. lpp. ir dota formula emisijas faktora aprékinam:

EF =k x 0.0016 x (U /2.2)13/ (M 2)14) (2-1)
kur:
EF — emisijas faktors, kg/t;
k - dalinu lieluma reizinatajs, bezdimensionals lielums [1. — 13.2.4-4. lpp.]:
PM: k=1;
PM1o: k =0.35;
PM2s: k=0.053;

U —vidgjais vgja atrums, m/s;

M — materiala mitruma saturs, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada vidgjais v&ja atrums

piesarnojosas darbibas iesp&jama ietekmes zona bija 5.61 m/s.
P&c sliktaka scenarija principa Saja SPAELP tiks pienemts, ka visi izbertie atkritumi pilniba sastav no
smiltim, kas ir putosakais iesp&jamais apglabato atkritumu veids. Saskana ar aprékinu metodikas [1]

13.2.4-1. tabula sniegto informaciju, smil$u (Sand) vid€jais mitruma saturs ir 7.4 %.

Nemot véra augstak min&to, ir iesp&jams aprékinat materiala izbérSanas emisijas faktorus:
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EFpm = 1 X 0.0016 X ((5.61 / 2.2)%3 / (7.4 1 2)%4) = 0.000865 kg/t (2-1)
EFpmi0 = 0.35 X 0.0016 X ((5.61/2.2)13/ (7.4 / 2)4) = 0.000303 kg/t (2-1)
EFpmzs = 0.053 x 0.0016 X ((5.61 / 2.2)13 / (7.4 / 2)14) = 0.0000459 kg/t (2-1)

Apréekinatais emisijas faktors ir mérvieniba kilogrami (kg) uz vienu tonnu (t) izbérto materialu.

2.1.3. No atkritumu kompostésanas laukuma

No atkritumu kompostéSanas laukuma tiek emitétas $adas piesarnojosas vielas: cietas dalinas (PM),
dalinas PMuo, dalinas PMo>s.

Cieto dalinu emisija ir paredzama no komposta sijasanas, ka arT no materiala bérSanas darbibam, kuru
rezultata gaisa pacelas putekli. KompostéSanas laukuma ir paredzamas 3 b&rSanas darbibas:

1) materiala iekrausana sijasanas iekarta;

2) materiala izkriSana no sijasanas iekartas;

3) materiala iekrauSana kravas transportlidzekli aizveSanai.

Sijasana

Lai aprékinatu piesarnojoSo vielu emisijas daudzumu no materialu apstrades, tiks izmantoti ASV
Vides aizsardzibas agentiras metodiku krajuma “Compilation of Air Pollutant Emission Factors”
sadalas “Mineral Products Industry” nodala “Crushed Stone Processing and Pulverized Mineral
Processing” [3] dotie emisijas faktori.

Emisijas faktori materialu apstrades darbibam ir doti aprékinu metodikas [3] 11.19.2-1. tabula.
Emisijas faktori ir doti mérvieniba kilogrami (kg) uz vienu megagramu (Mg) jeb tonnu apstradato

materialu.

Apstrades darbibam, kuram nav dots PM2 s emisijas faktors, tas tiks aprékinats, izmantojot ASV Vides
aizsardzibas agentliras metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas
“Miscellaneous Sources” nodalas “Aggregate Handling and Storage Piles” [1] 13.2.4-4. lpp. dotos
datus par dalinu lieluma reizinataju, péc kuriem var aprékinat, ka PM2s/PM1o proporcija ir: 0.053 /
0.35x 100 = 15.1 %.

Emisijas faktori materialu apstrades darbibam ir apkopoti 2. tabula.
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Emisijas faktori apstrades darbibam

2. tabula
Emisijas faktori, kg/t
Apstrades process
PM I:)I\/IIO PM2,5
Sijasana
. 0.0125 0.0043 0.00065®
(Screening)

Piezimes.
M Aprekinats atbilstosi metodika [1] dotajai PM2s/PMio proporcijai.

Bérsanas darbibas

Lai aprékinatu materialu bérSanas emisijas faktoru, tiks izmantota ASV Vides aizsardzibas agentiiras
metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas “Miscellaneous Sources”
nodala “Aggregate Handling and Storage Piles” [1].

Aprekinu metodikas [1] 13.2.4-4. lpp. ir dota formula emisijas faktora aprékinam:

EF =k x0.0016 x (U /2.2)13/ (M [/ 2)14) (2-1)
kur:
EF — emisijas faktors, kg/t;
k  —dalinu lieluma reizinatajs, bezdimensionals lielums [1. — 13.2.4-4. lpp.]:

PM: k=1;
PMio: k=0.35;
PM2s: k=0.053;

U - vidgjais v&ja atrums, m/s;

M — materiala mitruma saturs, %.

Saskana ar LVGMC Ventspils noveérojumu stacijas datiem [2], 2023. gada vidgjais v€ja atrums

piesarnojosas darbibas iespg&jama ietekmes zona bija 5.61 m/s.

Saskana ar operatora sniegto informaciju, komposta vid&jais mitruma saturs ir 35 %b.

Nemot véra augstak min&to, ir iesp&jams aprékinat materiala izbérSanas emisijas faktorus:

EFpm = 1 x 0.0016 x ((5.61/2.2)*2/ (35 / 2)*4) = 0.0000983 kgt (2-1)
EFpm10 = 0.35 X 0.0016 x ((5.61 / 2.2)*3/ (35 / 2)*4) = 0.0000344 kg/t (2-1)
EFpm25 = 0.053 x 0.0016 x ((5.61 /2.2)*3/ (35 / 2)**) = 0.00000521 kg/t (2-1)
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Aprekinatais emisijas faktors ir mérvieniba kilogrami (kg) uz vienu tonnu (t) izbérto materialu.

2.1.4. No sadedzinasanas iekartam

No sadedzinaSanas iekartam tiek emitStas $adas piesarnojosas vielas: oglekla oksids (CO), séra
dioksids (SO2), slapekla dioksids (NO2), oglekla dioksids (COy).

Ta ka objekta uzstadito sadedzinasanas iekartu ievaditas siltuma jaudas atbilst C kategorijas
piesarnojosajai darbibai, oglekla oksida, séra dioksida un slapekla dioksida emisijas daudzumi no
sadedzinaSanas iekartam tiks aprékinati saskana ar MK noteikumu Nr. 17 “Noteikumi par gaisa

piesarnojuma ierobezo$anu no sadedzinasanas iekartam” 1. pielikuma [4] dotajiem emisijas faktoriem.

Oglekla dioksida emisijas daudzumi tiks aprékinati saskana ar Latvijas Vides geologijas un
meteorologijas centra izstradato “CO2 emisiju no kurinama stacionaras sadedzinaSanas aprékina
metodiku” [5].

CO un NO; emisijas faktori metodika [4] ir doti miligramos (mg) piesarnojoSo vielu uz megadzoulu
(MJ) sadedzinata kurinama, savukart CO emisijas faktors metodika [5] ir dots tonnas (t) uz teradzoulu

(TJ) sadedzinata kurinama.

Biogazes metana saturs ir Iidz 60 %, lidz ar to Saja SPAELP tiks pienemts, ka biogazes zemakais
sadegSanas siltums ir 60 % no dabasgazes zemaka sadegSanas siltuma, kas saskana ar metodikas [5]
3. tabulu, ir 34.84002 GJ/tikst.m?, no ka var aprékinat, ka biogazes zemakais sadegSanas siltums ir
34.84002 x 0.6 = 20.9 GJ/tiikst.m®. Saskana ar metodikas [5] 1. tabulu, propana zemakais sadegSanas
siltums ir 45.54 GJ/t.

Emisijas faktori C kategorijas dabasgazes sadedzinaSanas iekartam ir apkopoti 3. tabula.

Piesarnojoso vielu emisijas faktori dabasgazes sadedzinasanas iekartam

3. tabula
o Emisijas faktori
L Sadedzinasanas . .
Kurinamais o , Aprékinu periods CO, SO;, NO,W,
iekartas veids CO,, t/TJ
mg/MJ mg/MJ mg/MJ
Esota. mazas | Lidz 31.12.2026. 42 56 98
Biogaze o 55.4390)
jaudas No 01.01.2027. 42 56 70
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Lidz 31.12.2026. 42 56 98
Propans 62.750
No 01.01.2027. 42 56 70
Esosa, vidgjas Lidz 31.12.2029. 42 56 98
Biogaze o 55.4390
Jaudas No 01.01.2030. - 56 70
Piezimes.
@ Izteikts ka NO.

@ Jevadita siltuma jauda < 1 MW, darbiba uzsakta lidz 01.06.2021.
® Jevadita siltuma jauda 1-50 MW, darbiba uzsakta lidz 01.06.2021.
“ Dabasgazes emisijas faktors, kas tiek pienemts ka metana emisijas faktors.

2.1.5. No atkritumu priekSapstrades centra

Atkritumu priekSapstrades centrs ir slégta tipa €ka bez ventilacijas izvadiem, Iidz ar to cieto dalinu
emisija nenotiek. No atkritumu priekSapstrades centra rodas smakas emisija, kas $aja SPAELP tiks
aprékinata. Smakas emisijas aprékina metodes ir minétas 2.1.1. punkta.

2.1.6. No atkritumu uzglabasanas laukuma

No atkritumu uzglabasanas laukuma tiek emitétas Sadas piesarnojosas vielas: cietas dalinas (PM),
dalinas PMuo, dalinas PM2s.

Atkritumu uzglabasanas laukuma tiek uzglabati biivniecibas atkritumi lidz 10 560 t/a, ka ar1 parsegta
veida tslaicigi tiek uzglabati neskiroti sadzives atkritumi Iidz 1500 t/a. Piesarnojoso vielu emisija var

rasties no biivniecibas atkritumu izb&rSanas un uzglabasanas.

Bérsanas darbibas

Lai aprékinatu materialu bérSanas emisijas faktoru, tiks izmantota ASV Vides aizsardzibas agentiiras
metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas “Miscellaneous Sources”
nodala “Aggregate Handling and Storage Piles” [1].

Aprekinu metodikas [1] 13.2.4-4. lpp. ir dota formula emisijas faktora aprékinam:
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EF =k x0.0016 x (U/2.2)3/ (M [ 2)*%) (2-1)
kur:
EF — emisijas faktors, kg/t;
k —dalinu lieluma reizinatajs, bezdimensionals lielums [1. — 13.2.4-4. lpp.]:
PM: k=1;
PMio: k=0.35;
PM2s: k =0.053;

U - vidgjais v&ja atrums, m/s;

M — materiala mitruma saturs, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada vidgjais vgja atrums

piesarnojosas darbibas iesp&jama ietekmes zona bija 5.61 m/s.
Saskana ar aprékinu metodikas [1] 13.2.4-1. tabula sniegto informaciju, dazadu akmenu produktu
(Various limestone products), kas no pieejamajiem variantiem vistuvak atbilst biivgruzu atkritumiem,

vidg€jais mitruma saturs ir 2.1 %.

Nemot véra augstak ming&to, ir iesp&jams aprékinat materiala izbérSanas emisijas faktorus:

EFem = 1 x 0.0016 x ((5.61 / 2.2)1% / (2.1 / 2)*4) = 0.00505 kg/t (2-1)
EFem10 = 0.35 x 0.0016 x ((5.61 / 2.2)12 / (2.1 / 2)*4) = 0.00177 kg/t (2-1)
EFemzs = 0.053 x 0.0016 x ((5.61/ 2.2)-3 / (2.1 / 2)14) = 0.000267 kgt (2-1)

Aprekinatais emisijas faktors ir mervieniba kilogrami (kg) uz vienu tonnu (t) izbérto materialu.

UzglabaSana
Lai aprékinatu materialu uzglabasanas (v€ja erozijas) emisijas faktoru, tiks izmantota Australijas Vides
un energijas departamenta izstradata aprékinu metodika “Emission Estimation Technique Manual for

Aggregated Emissions for mining” [8].

Aprekinu metodikas [8] 59. Ipp. ir dota formula (Equation 22) emisijas faktora aprékinam:

EF=1.9x(s/1.5)x365x((365—-p)/235) x (f/15) (2-2)
kur:
EF — emisijas faktors, kg/ha/a;
s —smalknes saturs, %:
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Bavgruzi [1. —13.2.4-1. tabula]: s = 3.9 %;
p —dienu skaits gada, kuras nokriSnu daudzums ir vienads vai lielaks par 0.25 mm;

f  —procentualais stundu daudzums, kad v&ja atrums ir lielaks par 5.4 m/s, %.

Saskana ar LVGMC Ventspils noveérojumu stacijas datiem [2], 2023. gada dienu skaits, kuras nokrisSnu
daudzums bija vienads vai lielaks ar 0.25 mm, bija 180 dienas, savukart stundu daudzums, kad v&ja
atrums bija lielaks par 5.4 m/s, bija 43.9 %.

Dati par dalinu PMio un PM2s ipatsvaru kopgja cieto dalinu emisija tiks nemti no ASV Vides
aizsardzibas agentliras metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas
“Miscellaneous Sources” nodalas “Aggregate Handling and Storage Piles” [1], kuras 13.2.4-4. lpp. ir
noradits, ka dalinu PMio Tpatsvars kop€ja cieto dalinu emisija ir 35 %, savukart dalinu PM2s Tpatsvars
ir 5.3 %.

Nemot véra augstak minéto, ir iesp&jams aprékinat materiala uzglabasanas emisijas faktorus:

EFepm = 1.9 X (3.9/1.5) x 365 x ((365 — 180) / 235) x (43.9 / 15) = 4154 kg/ha/a (2-2)
EFpm10 = 4154 x 0.35 = 1454 kg/ha/a (2-2)
EFpm25 = 4154 x 0.053 = 220 kg/ha/a (2-2)

Aprekinatais emisijas faktors ir mérvieniba kilogrami (kg) gada (a) uz vienu hektaru (ha) krautnes
laukuma.

2.1.7. No atkritumu $kiro$anas centra

Atkritumu priekSapstrades centrs ir slégta tipa €ka bez ventilacijas izvadiem, lidz ar to cieto dalinu
emisija nenotiek. No atkritumu priekSapstrades centra rodas smakas emisija, kas $aja SPAELP tiks
aprékinata. Smakas emisijas aprékina metodes ir minétas 2.1.1. punkta.

2.1.8. No atkritumu SkeldoSanas laukuma

No atkritumu $keldosanas laukuma tiek emitétas $adas piesarnojosas vielas: cietas dalinas (PM),
dalinas PMuo, dalinas PM2s.
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Cieto dalinu emisija ir paredzama no SkeldoSanas, ka arT no materiala bérSanas darbibam, kuru
rezultata gaisa pacelas putekli. Skeldoanas laukuma ir paredzamas 2 béranas darbibas:
1) materiala izkri$ana no Skeldotaja;

2) materiala iekrauSana kravas transportlidzekli aizvesanai.
Skeldosana

Nemot vera, ka aprékinu metodikas nav pieejami emisijas faktori koksnes SkeldoSanai, piesarnojoso
vielu emisijas daudzuma aprékinam tiks izmantoti emisijas faktori no “Emissions and Air Pollution
Controls for the Biomass Pellet Manufacturing Industry” [6], kas ir Kanada izstradats materials par
emisiju no kokapstrades procesiem.

Emisijas faktori SkeldoSanai ir doti materiala [6] 2.tabula. Emisijas faktori ir doti mervieniba
kilogrami (kg) uz vienu tonnu (t) saSkeldotas koksnes. Saskana ar materialu [6], emisijas faktors cieto

— =

dalinu emisijai no Skeldotaja, kas nav aprikots gaisa attiriSanas iekartu, ir 0.3 kg/t.

Ta ka aprékinu materiala [6] nav dots emisijas faktors dalinu PM1o un dalinu PM2s emisijai, tie tiks
aprekinati saskana ar ASV Vides aizsardzibas agenttiras PM kalkulatora [7] datiem par cieto dalinu

emisijas frakciju sastavu.

Skeldotaja klasifikacijas kods (source classification code) ir 3-07-008-20 (Industrial Processes — Pulp
and Paper and Wood Products — Sawmill Operations — Chipping and Screening), un saskana ar PM
kalkulatora [7] datiem dalinu PM1o Tpatsvars kopgja cieto dalinu emisija ir 51 %, savukart dalinu PM2 5
patsvars ir 15 %.

Emisijas faktori SkeldoSanai ir apkopoti 4. tabula.

Emisijas faktori skeldoSanai

4. tabula
Emisijas faktori, kg/t
Process
PM PMyo PM: s
Skeldosana 0.3 0.153 0.045
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Bérsanas darbibas

Lai aprékinatu materialu bérSanas emisijas faktoru, tiks izmantota ASV Vides aizsardzibas agentiiras
metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas “Miscellaneous Sources”
nodala “Aggregate Handling and Storage Piles” [1].

Aprékinu metodikas [1] 13.2.4-4. lpp. ir dota formula emisijas faktora aprékinam:

EF =k x 0.0016 x (U /2.2)13/ (M ] 2)14) (2-1)
kur:
EF — emisijas faktors, kg/t;
k - dalinu lieluma reizinatajs, bezdimensionals lielums [1. — 13.2.4-4. lpp.]:
PM: k=1;
PMio: k =0.35;
PM2s: k=0.053;

U - vidgjais v&ja atrums, m/s;

M — materiala mitruma saturs, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada vidgjais vgja atrums

piesarnojosas darbibas iesp&jama ietekmes zona bija 5.61 m/s.

Saskana ar operatora sniegto informaciju, Skeldojamo atkritumu vid&jais mitruma saturs ir 35 %.

Nemot véra augstak minéto, ir iesp&jams aprékinat materiala izb&rSanas emisijas faktorus:

EFpm = 1 X 0.0016 x ((5.61 / 2.2)~3 / (35 / 2)*4) = 0.0000983 kg/t (2-1)
EFpm0 = 0.35 X 0.0016 x ((5.61 / 2.2)%3 / (35 / 2)*4) = 0.0000344 kg/t (2-1)
EFpvzs = 0.053 x 0.0016 X ((5.61 / 2.2)13/ (35 / 2)*4) = 0.00000521 kg/t (2-1)

Apréekinatais emisijas faktors ir mérvieniba kilogrami (kg) uz vienu tonnu (t) izbérto materialu.

Uzglabasana

Lai aprékinatu materialu uzglabaSanas (v€ja erozijas) emisijas faktoru, tiks izmantota Australijas Vides
un energijas departamenta izstradata aprékinu metodika “Emission Estimation Technique Manual for
Aggregated Emissions for mining” [8].
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Aprékinu metodikas [8] 59. Ipp. ir dota formula (Equation 22) emisijas faktora aprékinam:

EF =1.9x(s/1.5)x365x ((365-p)/235) x (f/ 15) (2-2)
kur:
EF — emisijas faktors, kg/ha/a;
s —smalknes saturs, %:
Skelda: s = 1.6 %;
p - dienu skaits gada, kuras nokrisnu daudzums ir vienads vai lielaks par 0.25 mm;

f  — procentualais stundu daudzums, kad v&ja atrums ir lielaks par 5.4 m/s, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada dienu skaits, kuras nokrisnu
daudzums bija vienads vai lielaks ar 0.25 mm, bija 180 dienas, savukart stundu daudzums, kad v&ja

atrums bija lielaks par 5.4 m/s, bija 43.9 %.

Dati par dalinu PMio un PMgzs Tpatsvaru kopg&ja cieto dalinu emisija tiks nemti no ASV Vides
aizsardzibas agentliras metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas
“Miscellaneous Sources” nodalas “Aggregate Handling and Storage Piles” [1], kuras 13.2.4-4. lpp. ir
noradits, ka dalinu PMio Tpatsvars kop€ja cieto dalinu emisija ir 35 %, savukart dalinu PM2s patsvars
ir 5.3 %.

Nemot véra augstak min&to, ir iesp&jams aprékinat materiala uzglabasanas emisijas faktorus:

EFem = 1.9 x (1.6 / 1.5) x 365 x ((365 — 180) / 235) x (43.9 / 15) = 1704 kg/ha/a (2-2)
EFemio = 1704 x 0.35 = 596 kg/ha/a (2-2)
EFemzs = 1704 x 0.053 = 90.3 kg/ha/a (2-2)

Aprekinatais emisijas faktors ir mérvieniba kilogrami (kg) gada (a) uz vienu hektaru (ha) krautnes

laukuma.

2.1.9. No atkritumu drupinasanas un sijasanas laukuma

No atkritumu drupinasanas un sijasanas laukuma tiek emit€tas Sadas piesarnojosas vielas: cietas
dalinas (PM), dalinas PMio, dalinas PM2s.

Atkritumu drupinasanas un sijasanas laukuma piesarnojoso vielu emisija radisies no sadiem

tehnologiskajiem procesiem:
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e Materiala izkrauSana laukuma;

e Materiala iekrausana drupinaSanas iekarta;

e Materiala drupinasana;

e Materiala izbirSana no drupinasanas iekartas un iekriSana sijasanas iekarta;
e Materiala sijasana;

e Materiala izbirSana no sijasanas iekartas krautng;

e Materiala uzglabasana krautng;

e Materiala ieckrausana kravas automasina prom vesanai.

Drupina$ana un sijaSana

Lai aprékinatu piesarnojoSo vielu emisijas daudzumu no materialu apstrades, tiks izmantoti ASV
Vides aizsardzibas agentiras metodiku krajuma “Compilation of Air Pollutant Emission Factors”
sadalas “Mineral Products Industry” nodala “Crushed Stone Processing and Pulverized Mineral
Processing” [3] dotie emisijas faktori.

Emisijas faktori materialu apstrades darbibam ir doti aprékinu metodikas [3] 11.19.2-1. tabula.
Emisijas faktori ir doti mérvieniba kilogrami (kg) uz vienu megagramu (Mg) jeb tonnu apstradato

materialu.

Apstrades darbibam, kuram nav dots PM2 s emisijas faktors, tas tiks aprékinats, izmantojot ASV Vides
aizsardzibas agentliras metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas
“Miscellaneous Sources” nodalas “Aggregate Handling and Storage Piles” [1] 13.2.4-4. Ipp. dotos
datus par dalinu lieluma reizinataju, péc kuriem var aprékinat, ka PM2s/PMz1o proporcija ir: 0.053 /
0.35x 100 = 15.1 %.

Emisijas faktori materialu apstrades darbibam ir apkopoti 5. tabula.

Emisijas faktori apstrades darbibam

5. tabula
Emisijas faktori, kg/t
Apstrades process
PM PMio PM_s
Drupinasana
. . 0.0027 0.0012 0.00018W
(Tertiary Crushing)
Sijasana
. 0.0125 0.0043 0.00065W
(Screening)

Piezimes.

@) Aprekinats atbilstosi metodika [1] dotajai PM2.s/PM1o proporcijai.
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Bérsanas darbibas

Lai aprékinatu materialu bérSanas emisijas faktoru, tiks izmantota ASV Vides aizsardzibas agentiiras
metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas “Miscellaneous Sources”
nodala “Aggregate Handling and Storage Piles” [1].

Aprékinu metodikas [1] 13.2.4-4. lpp. ir dota formula emisijas faktora aprékinam:

EF =k x 0.0016 x (U /2.2)13/ (M ] 2)14) (2-1)
kur:
EF — emisijas faktors, kg/t;
k - dalinu lieluma reizinatajs, bezdimensionals lielums [1. — 13.2.4-4. lpp.]:
PM: k=1;
PMio: k =0.35;
PM2s: k=0.053;

U - vidgjais v&ja atrums, m/s;

M — materiala mitruma saturs, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada vidgjais vgja atrums

piesarnojosas darbibas iesp&jama ietekmes zona bija 5.61 m/s.
Saskana ar aprékinu metodikas [1] 13.2.4-1. tabula sniegto informaciju, dazadu akmenu produktu
(Various limestone products), kas no pieejamajiem variantiem vistuvak atbilst biivgruzu atkritumiem,

vid&jais mitruma saturs ir 2.1 %0.

Nemot véra augstak minéto, ir iesp&jams aprekinat materiala izbérSanas emisijas faktorus:

EFem = 1 X 0.0016 x ((5.61 / 2.2)13/ (2.1 / 2)*4) = 0.00505 kgt (2-1)
EFemio = 0.35 x 0.0016 X ((5.61 / 2.2)1% / (2.1 2)%4) = 0.00177 kg/t (2-1)
EFemzs = 0.053 x 0.0016 x ((5.61 / 2.2)+3 / (2.1 / 2)*4) = 0.000267 kgt (2-1)

Aprekinatais emisijas faktors ir mervieniba kilogrami (kg) uz vienu tonnu (t) izb&rto materialu.
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Uzglabasana

Lai aprékinatu materialu uzglabasanas (v€ja erozijas) emisijas faktoru, tiks izmantota Australijas Vides
un energijas departamenta izstradata aprékinu metodika “Emission Estimation Technique Manual for
Aggregated Emissions for mining” [8].

Aprekinu metodikas [8] 59. Ipp. ir dota formula (Equation 22) emisijas faktora aprékinam:

EF =1.9x(s/1.5)x365x ((365—-p)/235) x (f/ 15) (2-2)
kur:
EF — emisijas faktors, kg/ha/a;
s —smalknes saturs, %:
Drupinati buvgruzi [1. — 13.2.4-1. tabula]: s = 3.9 %;
p —dienu skaits gada, kuras nokriSnu daudzums ir vienads vai lielaks par 0.25 mm;

f  —procentualais stundu daudzums, kad v&ja atrums ir lielaks par 5.4 m/s, %.

Saskana ar LVGMC Ventspils novérojumu stacijas datiem [2], 2023. gada dienu skaits, kuras nokrisnu
daudzums bija vienads vai lielaks ar 0.25 mm, bija 180 dienas, savukart stundu daudzums, kad vgja

atrums bija lielaks par 5.4 m/s, bija 43.9 %.

Dati par dalinu PMio un PMgzs ipatsvaru kopgja cieto dalinu emisija tiks nemti no ASV Vides
aizsardzibas agentiiras metodiku krajuma “Compilation of Air Pollutant Emission Factors” sadalas
“Miscellaneous Sources” nodalas “Aggregate Handling and Storage Piles” [1], kuras 13.2.4-4. lpp. ir
noradits, ka dalinu PMio Tpatsvars kop€ja cieto dalinu emisija ir 35 %, savukart dalinu PM2s patsvars
ir 5.3 %.

Nemot véra augstak minéto, ir iesp&jams aprekinat materiala uzglabasanas emisijas faktorus:

EFpm = 1.9 X (3.9/1.5) x 365 x ((365 — 180) / 235) x (43.9 / 15) = 4154 kg/hal/a (2-2)
EFpm10 = 4154 x 0.35 = 1454 kg/ha/a (2-2)
EFpm25 = 4154 x 0.053 = 220 kg/ha/a (2-2)

Aprekinatais emisijas faktors ir mervieniba kilogrami (kg) gada (a) uz vienu hektaru (ha) krautnes
laukuma.
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2.2. Emisijas daudzuma aprékina formulas

Emisijas daudzums no materialu bérSanas un apstrades darbibam tiks aprékinats péc formulas:

Eva=MD x EF /1000
kur:
Eva — emisijas daudzums, t/a;
MD — materialu daudzums, t/a.
EF — emisijas faktors, kg/t.

Emisijas intensitate tiks aprékinata peéc formulas:

Egs = Eva X 10%/ (n x 3600)
kur:
Egs — emisijas intensitate, g/s;
Eva — emisijas daudzums, t/a;
n —iekartas darbibas ilgums gada, h/a.

Smakas emisijas intensitate tiks aprékinata péc formulas:

Souers = AXEF
kur:
Souess — smakas emisijas intensitate, OUE/S;
A —emisijas avota laukums, m?;
EF — emisijas faktors, OUg/s/m?.

Smakas emisijas daudzums tiks aprekinats péc formulas:

Soue/a = Souess X 3600 X n
kur:
Soue/a — Smakas emisijas daudzums, OUe/a;
Souess — smakas emisijas intensitate, OUE/S;
n —iekartas darbibas ilgums, h/a.

1)

)

@)

(4)
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Biogazes kurinama paterins sekundg tiks aprékinats péc formulas:

kur:
Bs
Ba

s = Ba x 1.22 x 1000 / (n X 3600) (5)

— kurinama patérins sekundg, g/s;

— kurinama patéring gada, m®/a;

1.22 — biogazes blivums, kg/m?;

n

— iekartas darbibas ilgums gada, h/a.

Sadedzinasanas iekartu diimgazu teorétiskais tilpums tiks aprékinats pec formulas:

kur:

Va1 = VO + 1.0161 X (o — 1) X \/° (6)

Va1 — diimgazu faktiskais kop@jais tilpums, m%/Kkg;

V0% — diimgazu teorétiskais tilpums, m%Kkg:

Gazveida kurinamajam: V% = 0.64972 + (0.22553 x QY)

kur:

Q¢ — kurinma zemakais sadegSanas siltums, MJ/kg:

Biogaze: Q% = 20.9 GJ/tikst.m® = 20.9/ 1.22 = 17.13 MJ/Kg;

Propans: Q¢ = 45.54 GJ/t = 45.54 MJ/Kg;

Biogaze: V0 = 0.64972 + (0.22553 x 17.13) = 4.51 m¥/kg;
Propans: V% = 0.64972 + (0.22553 x 45.54) = 10.9 m3/kg;

o — gaisa paterina koeficients:
a=21.0/(21.0-02)
kur:
02 — briva skabekla daudzums diimgazes, %:
Biogaze: 02 = 3 %;
Propans: O2 = 3 %;
Biogaze: o = 21.0/ (21.0 — 3.0) = 1.17;
Propans: a =21.0/(21.0-3.0) = 1.17,
VO _ teorétiskais gaisa patérins, m*/kg:
V0 =(0.267 x Q%) / 1000
kur:
Q% — kurinama zemakais sadegSanas siltums, kJ/kg;
Biogaze: Q-4 = 17.13 MJ/kg = 17 130 kJ/kg;
Propans: Q¢ = 45.54 MJ/kg = 45 540 kJ/Kkg;
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Biogaze: VO = (0.267 x 17 130) / 1000 = 4.57 m¥/kg.
Propans: VO = (0.267 x 45 540) / 1000 = 12.2 m3/kg.

Sadedzinasanas iekartu diimgazu tilpums faktiskaja temperatura tiks aprékinats péc formulas:

Va2 =V X (273 +T) /273 @)
kur:
Va2 — diimgazu tilpums faktiskaja temperatiira, m*/Kg;
Va1 — diimgazu faktiskais kopgjais tilpums, m*/kg;
T - dimgazu temperatira, °C:
A3: T =160 °C;
A4: T =500 °C.

Sadedzinasanas iekartu dimgazu tilpuma pliismas atrums tiks aprékinats péc formulas:

V = Vdz2 X (Byis / 1000) (8)
kur:
V - dimgazu plismas atrums, m®/s;
V42 — diimgazu tilpums faktiskaja temperatiira, m/kg;

Bgis — kurinama patérins sekundg, g/s.

Piesarnojoso vielu emisijas daudzumi no sadedzinasanas iekartam tiks aprékinati péc formulas:

Eva = Bax Q. x EF / 108 (9)
kur:
Eva — emisijas daudzums, t/a;
Ba — kurinama patérin$ gada, 1000m®/a vai t/a;
Q¢ — kurinama zemakais sadegsanas siltums, GJ/1000m? vai GJ/t;
EF — emisijas faktors, mg/MJ.
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Oglekla dioksida emisijas daudzums no sadedzinaSanas iekartam tiks aprékinats péc formulas:

Eco2 = Bax Q2 x E /1000 (10)
kur:
Eco2 — CO2 emisijas daudzums, t/a;
E - emisijas faktors, t/TJ;
Q¢ — kurinama zemakais sadegganas siltums, GJ/tikst.m? vai GJ/t;
Ba — kurindma patéring, tikst.m*/a vai t/a.

Propana patérins sekundg tiks aprékinats péc formulas:

Bs = Ba x 108/ (n x 3600) (12)
kur:
Bs — kurinama patérins sekundg, g/s;
Ba — kurinama patérin$ gada, t/a;
n —iekartas darbibas ilgums gada, h/a.

Emisijas daudzums no materialu uzglabasanas tiks aprékinats pec formulas:

Eva = KL x EF /1000 (12)
kur:
Eva — emisijas daudzums, t/a;
KL - krautnes laukums, ha;
EF — emisijas faktors, kg/ha/a.
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2.3. Emisijas daudzuma aprekins
2.3.1. Avots Al: Atkritumu kratuve

Atkritumu izbér$ana:

Cieto dalinu emisija = 3450 x 0.000865 / 1000 = 0.00298 t/a 1)
Cieto dalinu emisija = (0.00298 x 10°) / (1000 x 3600) = 0.000828 g/s 2
Dalinu PM3o emisija = 3450 x 0.000303 / 1000 = 0.00105 t/a (1)
Dalinu PM3o emisija = (0.00105 x 10°) / (1000 x 3600) = 0.000292 g/s 2
Dalinu PM2 5 emisija = 3450 x 0.0000459 / 1000 = 0.000158 t/a 1)
Dalinu PM: s emisija = (0.000158 x 10°) / (1000 x 3600) = 0.0000439 g/s (2)
Smaka:

Smakas emisija = (241 x 186) x 0.24 = 10 758 OUE/s 3
Smakas emisija = 10 758 x 3600 x 8760 = 339 264 288 000 OUt/a 4

Nemot vera, ka cieto dalinu, PM1o un PM2s emisija no putosu atkritumu izbérsanas ir nebiitiska (PMo
=1 kg/a), cieto dalinu, PM1o un PMzs emisijas limiti atkritumu kratuvei netiks noteikti.

2.3.2. Avots A2: Segts atkritumu kompostéSanas laukums

Sijasana:

Cieto dalinu emisija = 14 950 x 0.0125 / 1000 = 0.187 t/a (1)
Cieto dalinu emisija = (0.187 x 10°) / (2008 x 3600) = 0.0259 g/s @)
Dalinu PM1o emisija = 14 950 x 0.0043 / 1000 = 0.0643 t/a (1)
Dalinu PM3o emisija = (0.0643 x 10°) / (2008 x 3600) = 0.00889 g/s (2)
Dalinu PM2 5 emisija = 14 950 x 0.00065 / 1000 = 0.00972 t/a Q)
Dalinu PM2 s emisija = (0.00972 x 10°) / (2008 x 3600) = 0.00134 g/s (2)
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Materiala iekrauSana sijasanas iekarta:

Cieto dalinu emisija = 14 950 x 0.0000983 / 1000 = 0.00147 t/a
Cieto dalinu emisija = (0.00147 x 10°) / (2008 x 3600) = 0.000203 g/s

Dalinu PM1o emisija = 14 950 x 0.0000344 / 1000 = 0.000514 t/a
Dalinu PM1o emisija = (0.000514 x 10°) / (2008 x 3600) = 0.000071 g/s

Dalinu PMs emisija = 14 950 x 0.00000521 / 1000 = 0.0000779 t/a
Dalinu PMs emisija = (0.0000779 x 10°) / (2008 x 3600) = 0.000011 g/s

Materiala izkriSana no sijasanas iekartas:

Cieto dalinu emisija = 14 950 x 0.0000983 / 1000 = 0.00147 t/a
Cieto dalinu emisija = (0.00147 x 10°) / (2008 x 3600) = 0.000203 g/s

Dalinu PMio emisija = 14 950 x 0.0000344 / 1000 = 0.000514 t/a
Dalinu PMio emisija = (0.000514 x 10°) / (2008 x 3600) = 0.000071 g/s

Dalinu PM25s emisija = 14 950 x 0.00000521 / 1000 = 0.0000779 t/a
Dalinu PMs emisija = (0.0000779 x 10°) / (2008 x 3600) = 0.000011 g/s

Materiala iekrauSana kravas transportlidzekli aizve$anai:

Cieto dalinu emisija = 14 950 x 0.0000983 / 1000 = 0.00147 t/a
Cieto dalinu emisija = (0.00147 x 10°) / (2008 x 3600) = 0.000203 g/s

Dalinu PMio emisija = 14 950 x 0.0000344 / 1000 = 0.000514 t/a
Dalinu PMio emisija = (0.000514 x 10°) / (2008 x 3600) = 0.000071 g/s

Dalinu PM25s emisija = 14 950 x 0.00000521 / 1000 = 0.0000779 t/a
Dalinu PM3 emisija = (0.0000779 x 10°) / (2008 x 3600) = 0.000011 g/s

1)
)

1)
)

1)
)

@)
)

@)
)

1)
)

1)
)

1)
)

1)
)

Nemot vera, ka cieto dalinu, PM1o un PM2zs emisija no bérsanas darbibam ir nebiitiska (PM1o =
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Smaka:

Smakas emisija = (50.5 x 34) x 0.31 = 532 OUE/s
Smakas emisija = 532 x 3600 x 8760 = 16 777 152 000 OUEe/a

2.3.3. Avots A3: Katla “Viessmann Vitoplex 200” dimenis

Biogaze:

Kurinama patérins sekundé =1 338 000 x 1.22 x 1000 / (8760 x 3600) =51.8 g/s
Diimgazu faktiskais tilpums = 4.51 + 1.0161 x (1.17 - 1) x 4.57 = 5.30 m*/kg
Diimgazu tilpums faktiskaja temperatiira = 5.30 x (273 + 160) / 273 = 8.41 m®/kg
Diimgazu tilpuma pliismas atrums = 8.41 x (51.8 / 1000) = 0.436 m®/s

Lidz 31.12.2026.:

Oglekla oksida emisija = 1338 x 20.9 x 42/ 10° = 1.17 t/a
Oglekla oksida emisija = (1.17 x 10%) / (8760 x 3600) = 0.0371 g/s
Oglekla oksida emisija = 150 mg/Nm?

Séra dioksida emisija = 1338 x 20.9 x 56 / 10° = 1.57 t/a
Séra dioksida emisija = (1.57 x 10°) / (8760 x 3600) = 0.0498 g/s
Séra dioksida emisija = 200 mg/Nm?

Slapekla dioksida emisija = 1338 x 20.9 x 98 / 10°=2.74 t/a
Slapekla dioksida emisija = (2.74 x 10°) / (8760 x 3600) = 0.0869 g/s
Slapekla dioksida emisija = 350 mg/Nm?®

Oglekla dioksida emisija = 1338 x 20.9 x 55.4390 / 1000 = 1550 t/a

No 01.01.2027.:

Oglekla oksida emisija = 1338 x 20.9 x 42/ 105=1.17 t/a
Oglekla oksida emisija = (1.17 x 10°) / (8760 x 3600) = 0.0371 g/s
Oglekla oksida emisija = 150 mg/Nm?®

©)
(4)

()
(6)
()
(8)

9)
)

9)
)

(9)
)

(10)

(9)
)
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Séra dioksida emisija = 1338 x 20.9 x 56 / 108 = 1.57 t/a 9)
Séra dioksida emisija = (1.57 x 108) / (8760 x 3600) = 0.0498 g/s 2
Séra dioksida emisija = 200 mg/Nm?

Slapekla dioksida emisija = 1338 x 20.9 x 70 / 10° = 1.96 t/a 9
Slapekla dioksida emisija = (1.96 x 10°) / (8760 x 3600) = 0.0622 g/s 2
Slapekla dioksida emisija = 250 mg/Nm?

Oglekla dioksida emisija = 1338 x 20.9 x 55.4390 / 1000 = 1550 t/a (10)
Propans:

Kurinama patérin$ sekundé = 500 x 10°/ (8760 x 3600) = 15.9 g/s (1)
Diimgazu faktiskais tilpums = 10.9 + 1.0161 x (1.17 - 1) x 12.2 = 13.0 m*/kg (6)
Diimgazu tilpums faktiskaja temperatiira = 13.0 x (273 + 160) / 273 = 20.6 m*/kg @)
Diimgazu tilpuma pliismas atrums = 20.6 x (15.9 / 1000) = 0.328 m?/s (8)
Lidz 31.12.2026.:

Oglekla oksida emisija = 500 x 45.54 x 42 / 10° = 0.956 t/a €)]
Oglekla oksida emisija = (0.956 x 10°) / (8760 x 3600) = 0.0303 g/s 2
Oglekla oksida emisija = 150 mg/Nm?

Séra dioksida emisija = 500 x 45.54 x 56/ 10°=1.28 t/a 9)
Séra dioksida emisija = (1.28 x 10°) / (8760 x 3600) = 0.0406 g/s 2
Séra dioksida emisija = 200 mg/Nm?

Slapekla dioksida emisija = 500 x 45.54 x 98 / 105 =2.23 t/a 9)
Slapekla dioksida emisija = (2.23 x 10°) / (8760 x 3600) = 0.0707 g/s 2
Slapekla dioksida emisija = 350 mg/Nm?

Oglekla dioksida emisija = 500 x 45.54 x 62.750 / 1000 = 1429 t/a (10)
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No 01.01.2027.:

Oglekla oksida emisija = 500 x 45.54 x 42 / 105 = 0.956 t/a 9
Oglekla oksida emisija = (0.956 x 10°) / (8760 x 3600) = 0.0303 g/s 2

Oglekla oksida emisija = 150 mg/Nm?®

Séra dioksida emisija = 500 x 45.54 x 56/ 105 = 1.28 t/a 9)
Séra dioksida emisija = (1.28 x 10°) / (8760 x 3600) = 0.0406 g/s 2
Séra dioksida emisija = 200 mg/Nm®

Slapekla dioksida emisija = 500 x 45.54 x 70 / 10° = 1.59 t/a 9
Slapekla dioksida emisija = (1.59 x 10°) / (8760 x 3600) = 0.0504 g/s 2
Slapekla dioksida emisija = 250 mg/Nm?®

Oglekla dioksida emisija = 500 x 45.54 x 62.750 / 1000 = 1429 t/a (10)

2.3.4. Avots A4: Avarijas biogazes sadedzinasanas lapa “KKG 850”. Ievadita siltuma jauda —

2.6 MW. Kurinamais — biogaze

Kurinama patérins sekundé = 1 338 000 x 1.22 x 1000 / (8760 x 3600) = 51.8 g/s (5)
Diimgazu faktiskais tilpums = 4.51 + 1.0161 x (1.17 - 1) x 4.57 = 5.30 m*/kg (6)
Diimgazu tilpums faktiskaja temperatiira = 5.30 x (273 + 500) / 273 = 15.0 m*/kg @)
Diimgazu tilpuma plismas atrums = 15.0 X (51.8 / 1000) = 0.777 m®/s (8)

Lidz 31.12.2029.:

Oglekla oksida emisija = 1338 x 20.9 x 42/ 10° = 1.17 t/a 9)
Oglekla oksida emisija = (1.17 x 10°) / (8760 x 3600) = 0.0371 g/s 2)
Oglekla oksida emisija = 150 mg/Nm?

Séra dioksida emisija = 1338 x 20.9 x 56 / 10° = 1.57 t/a 9)
Séra dioksida emisija = (1.57 x 10°) / (8760 x 3600) = 0.0498 g/s 2)
Séra dioksida emisija = 200 mg/Nm?
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Slapekla dioksida emisija = 1338 x 20.9 x 98 / 105 =2.74 t/a 9
Slapekla dioksida emisija = (2.74 x 10°) / (8760 x 3600) = 0.0869 g/s @)
Slapekla dioksida emisija = 350 mg/Nm?

Oglekla dioksida emisija = 1338 x 20.9 x 55.4390 / 1000 = 1550 t/a (10)
No 01.01.2030.:

Séra dioksida emisija = 1338 x 20.9 x 56 / 108 = 1.57 t/a 9)
Séra dioksida emisija = (1.57 x 108) / (8760 x 3600) = 0.0498 g/s 2
Séra dioksida emisija = 200 mg/Nm?

Slapekla dioksida emisija = 1338 x 20.9 x 70 / 105 = 1.96 t/a 9
Slapekla dioksida emisija = (1.96 x 10°) / (8760 x 3600) = 0.0622 g/s 2
Slapekla dioksida emisija = 250 mg/Nm3

Oglekla dioksida emisija = 1338 x 20.9 x 55.4390 / 1000 = 1550 t/a (10)
2.3.5. Avots AS: Atkritumu priekSapstrades centrs

Smakas emisija = (37 x 30.55) x 4.3 = 4861 OU¢/s 3)
Smakas emisija = 4861 x 3600 x 2008 = 35 139 196 800 OUe/a 4)
2.3.6. Avots A6: Atkritumu uzglabasanas laukums

Biivniecibas atkritumu izb&rSana:

Cieto dalinu emisija =10 560 x 0.00505 / 1000 = 0.0533 t/a (1)
Cieto dalinu emisija = (0.0533 x 10°) / (2008 x 3600) = 0.00737 g/s (2)
Dalinu PM1o emisija = 10 560 x 0.00177 / 1000 = 0.0187 t/a 1)
Dalinu PM3o emisija = (0.0187 x 10°) / (2008 x 3600) = 0.00259 g/s (2)
Dalinu PM2 s emisija = 10 560 x 0.000267 / 1000 = 0.00282 t/a (@)
Dalinu PM2s emisija = (0.00282 x 10°) / (2008 x 3600) = 0.000390 g/s 2
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Buvniecibas atkritumu uzglabasana:

Cieto dalinu emisija = (60 x 15/ 10 000) x 4154 / 1000 = 0.374 t/a (12)
Cieto dalinu emisija = (0.374 x 10°) / (8760 x 3600) = 0.0119 g/s @)
Dalinu PM3o emisija = (60 x 15 / 10 000) x 1454 / 1000 = 0.131 t/a (12)
Dalinu PM1o emisija = (0.131 x 10°) / (8760 x 3600) = 0.00415 g/s (2
Dalinu PM2 5 emisija = (60 x 15 / 10 000) x 220 / 1000 = 0.0198 t/a (12)
Dalinu PM2 5 emisija = (0.0198 x 10°) / (8760 x 3600) = 0.000628 g/s )
Smaka:

Smakas emisija = (60 x 15) x 0.49 = 441 OUg/s 3)
Smakas emisija = 441 x 3600 x 8760 = 13 907 376 000 OUe/a 4)

2.3.7. Avots A7: Atkritumu SkiroSanas centrs

Smakas emisija = (54 x 24.5) x 0.225 = 298 OUE/s 3)
Smakas emisija = 298 x 3600 x 8760 = 9 397 728 000 OUg/a (@)

2.3.8. Avots A8: Atkritumu SkeldoSanas laukums

Skeldosana:

Cieto dalinu emisija = 6000 x 0.3 / 1000 = 1.80 t/a 1)
Cieto dalinu emisija = (1.80 x 10°) / (2920 x 3600) = 0.171 g/s 2
Dalinu PM3o emisija = 6000 x 0.153 /1000 = 0.918 t/a 1)
Dalinu PM1 emisija = (0.918 x 10°) / (2920 x 3600) = 0.0873 g/s @)
Dalinu PM2 5 emisija = 6000 x 0.045 / 1000 = 0.270 t/a 1)
Dalinu PM2 s emisija = (0.270 x 10°) / (2920 x 3600) = 0.0257 g/s 2
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Materiala izkriSana no Skeldotaja:

Cieto dalinu emisija = 6000 x 0.0000983 / 1000 = 0.000590 t/a
Cieto dalinu emisija = (0.000590 x 10°) / (2920 x 3600) = 0.0000561 g/s

Dalinu PM1o emisija = 6000 x 0.0000344 / 1000 = 0.000206 t/a
Dalinu PM1o emisija = (0.000206 x 10°) / (2920 x 3600) = 0.0000196 g/s

Dalinu PM s emisija = 6000 x 0.00000521 / 1000 = 0.0000313 t/a
Dalinu PMs emisija = (0.0000313 x 10°) / (2920 x 3600) = 0.0000030 g/s

Materiala iekrauSana kravas transportlidzekli aizveSanai:

Cieto dalinu emisija = 6000 x 0.0000983 / 1000 = 0.000590 t/a
Cieto dalinu emisija = (0.000590 x 10°) / (2920 x 3600) = 0.0000561 g/s

Dalinu PMio emisija = 6000 x 0.0000344 / 1000 = 0.000206 t/a
Dalinu PMio emisija = (0.000206 x 10°) / (2920 x 3600) = 0.0000196 g/s

Dalinu PM25 emisija = 6000 x 0.00000521 / 1000 = 0.0000313 t/a
Dalinu PMs emisija = (0.0000313 x 10°) / (2920 x 3600) = 0.0000030 g/s

1)
)

1)
)

1)
)

@)
)

@)
)

1)
)

Nemot vera, ka cieto dalinu, PM1o un PM2zs emisija no bérsanas darbibam ir nebiitiska (PM1o =
0.4 kg/a), emisijas limiti cietajam dalinam, PMio un PM2s tiks noteikti tikai skeldoSanas darbibai.

Materiala uzglabasana:

Cieto dalinu emisija = (54 x 24.5 / 10 000) x 1704 / 1000 = 0.225 t/a (12)
Cieto dalinu emisija = (0.225 x 10°) / (8760 x 3600) = 0.00713 g/s )
Dalinu PM1o emisija = (54 x 24.5 / 10 000) x 596 / 1000 = 0.0789 t/a (12)
Dalinu PMyo emisija = (0.0789 x 10°) / (8760 x 3600) = 0.00250 g/s )
Dalinu PM5 emisija = (54 x 24.5 / 10 000) x 90.3 / 1000 = 0.0119 t/a (12)
Dalinu PMa emisija = (0.0119 x 10) / (8760 x 3600) = 0.000377 g/s )
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2.3.9. Avots A9: Atkritumu drupinasanas un sijasanas laukums

Materiala izkrauSana laukuma:

Cieto dalinu emisija = 4560 x 0.00505 / 1000 = 0.0230 t/a
Cieto dalinu emisija = (0.0230 x 10°) / (2920 x 3600) = 0.00219 g/s

Dalinu PMyo emisija = 4560 x 0.00177 / 1000 = 0.00807 t/a
Dalinu PMio emisija = (0.00807 x 10°) / (2920 x 3600) = 0.000768 g/s

Dalinu PMzs emisija = 4560 x 0.000267 / 1000 = 0.00122 t/a
Dalinu PMzs emisija = (0.00122 x 10°) / (2920 x 3600) = 0.000116 g/s

Materiala iekrauSana drupinaSanas iekarta:

Cieto dalinu emisija = 4560 x 0.00505 / 1000 = 0.0230 t/a
Cieto dalinu emisija = (0.0230 x 10°) / (2920 x 3600) = 0.00219 g/s

Dalinu PMio emisija = 4560 x 0.00177 / 1000 = 0.00807 t/a
Dalinu PMio emisija = (0.00807 x 10°) / (2920 x 3600) = 0.000768 g/s

Dalinu PM2 5 emisija = 4560 x 0.000267 / 1000 = 0.00122 t/a
Dalinu PM2 s emisija = (0.00122 x 10°) / (2920 x 3600) = 0.000116 g/s

Drupinasana:

Cieto dalinu emisija = 4560 x 0.0027 / 1000 = 0.0123 t/a
Cieto dalinu emisija = (0.0123 x 10°) / (2920 x 3600) = 0.00117 g/s

Dalinu PMip emisija = 4560 x 0.0012 / 1000 = 0.00547 t/a
Dalinu PMio emisija = (0.00547 x 10°) / (2920 x 3600) = 0.000520 g/s

Dalinu PMa5 emisija = 4560 x 0.00018 / 1000 = 0.000821 t/a
Dalinu PMzs emisija = (0.000821 x 10°) / (2920 x 3600) = 0.0000781 g/s

1)
)

1)
)

1)
)

1)
)

1)
)

1)
)

1)
)

1)
)

1)
)
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Materiala izbirSana no drupina$anas iekartas un iekriSana sijaSanas iekarta:

Cieto dalinu emisija = 4560 x 0.00505 / 1000 = 0.0230 t/a
Cieto dalinu emisija = (0.0230 x 10°) / (2920 x 3600) = 0.00219 g/s

Dalinu PM1o emisija = 4560 x 0.00177 / 1000 = 0.00807 t/a
Dalinu PM1o emisija = (0.00807 x 10°) / (2920 x 3600) = 0.000768 g/s

Dalinu PM s emisija = 4560 x 0.000267 / 1000 = 0.00122 t/a
Dalinu PMs emisija = (0.00122 x 10°) / (2920 x 3600) = 0.000116 g/s

Sijasana:

Cieto dalinu emisija =4560 x 0.0125 / 1000 = 0.0570 t/a
Cieto dalinu emisija = (0.0570 x 10°) / (2920 x 3600) = 0.00542 g/s

Dalinu PMio emisija = 4560 x 0.0043 / 1000 = 0.0196 t/a
Dalinu PMio emisija = (0.0196 x 10%) / (2920 x 3600) = 0.00186 g/s

Dalinu PM25 emisija = 4560 x 0.00065 / 1000 = 0.00296 t/a
Dalinu PM2s emisija = (0.00296 x 106) / (2920 x 3600) = 0.000282 g/s

Materiala izbir§ana no sijasanas iekartas:

Cieto dalinu emisija = 4560 x 0.00505 / 1000 = 0.0230 t/a
Cieto dalinu emisija = (0.0230 x 10°) / (2920 x 3600) = 0.00219 g/s

Dalinu PMio emisija = 4560 x 0.00177 / 1000 = 0.00807 t/a
Dalinu PMio emisija = (0.00807 x 10°) / (2920 x 3600) = 0.000768 g/s

Dalinu PM25 emisija = 4560 x 0.000267 / 1000 = 0.00122 t/a
Dalinu PMas emisija = (0.00122 x 10°) / (2920 x 3600) = 0.000116 g/s

Materiala iekrauSana kravas automasina izveSanai:

Cieto dalinu emisija = 4560 x 0.00505 / 1000 = 0.0230 t/a
Cieto dalinu emisija = (0.0230 x 10°) / (2920 x 3600) = 0.00219 g/s
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Dalinu PMio emisija = 4560 x 0.00177 / 1000 = 0.00807 t/a
Dalinu PMio emisija = (0.00807 x 10°) / (2920 x 3600) = 0.000768 g/s

Dalinu PM; 5 emisija = 4560 x 0.000267 / 1000 = 0.00122 t/a
Dalinu PM; 5 emisija = (0.00122 x 10°) / (2920 x 3600) = 0.000116 g/s

Kopa no bérSanas un apstrades darbibam:

1)
)

1)
)

Cieto dalinu emisija = 0.0230 + 0.0230 + 0.0123 + 0.0230 + 0.0570 + 0.0230 + 0.0230 = 0.184 t/a
Cieto dalinu emisija = 0.00219 + 0.00219 + 0.00117 + 0.00219 + 0.00542 + 0.00219 + 0.00219 =

Dalinu PM3o emisija = 0.00807 + 0.00807 + 0.00547 + 0.00807 + 0.0196 + 0.00807 + 0.00807 =
=0.0654 t/a
Dalinu PM10 emisija = 0.000768 + 0.000768 + 0.000520 + 0.000768 + 0.00186 + 0.000768 +
+0.000768 = 0.00622 g/s

=0.0175g/s

Dalinu PM25 emisija = 0.00122 + 0.00122 + 0.000821 + 0.00122 + 0.00296 + 0.00122 + 0.00122 =

Materiala uzglabasana:

Cieto dalinu emisija = (60 x 45/ 10 000) x 4154 /1000 = 1.12 t/a
Cieto dalinu emisija = (1.12 x 10°) / (8760 x 3600) = 0.0355 g/s

Dalinu PMio emisija = (60 x 45 / 10 000) x 1454 / 1000 = 0.393 t/a
Dalinu PMio emisija = (0.393 x 10°) / (8760 x 3600) = 0.0125 g/s

Dalinu PM2s emisija = (60 x 45 / 10 000) x 220 / 1000 = 0.0594 t/a
Dalinu PMas emisija = (0.0594 x 10°) / (8760 x 3600) = 0.00188 g/s

=0.00988 t/a
Dalinu PM2 5 emisija = 0.000116 + 0.000116 + 0.0000781 + 0.000116 + 0.000282 + 0.000116 +
+0.000116 = 0.000940 g/s

(12)
)

(12)
)

(12)
)
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2.4. Salidzinajums ar emisijas robezvertibam

Piesarnojoso vielu emisijas koncentraciju limitu salidzinajums ar MK noteikumos Nr. 17 “Noteikumi
par gaisa piesarnojuma ierobezoSanu no sadedzinaSanas iekartam” [4] noteiktajam emisijas

robezvertibam ir dots 6. un 7. tabula.

Esos$u mazas jaudas (< 1 MW) sadedzinasanas iekartu emisijas limitu

salidzinajums ar emisijas robezvertibam

6. tabula
o Lidz 31.12.2026. No 01.01.2027.
Emisijas . . — —
T Piesarnojosa viela | Kurinamais Limits, Robezvertiba, Limits, Robezvertiba,
mg/Nm? mg/Nm?3® mg/Nm? mg/Nm?3 @
Oglekla oksids 150 150 150 150
Séra dioksids Biogaze 200 200 200 200
A3 Slapekla dioksids 350 350 250 250
Oglekla oksids 150 150 150 150
Séra dioksids Propans 200 200 200 200
Slapekla dioksids 350 350 250 250
Piezimes.
@ MK noteikumu Nr. 17 7. pielikuma 111 tabula.
@ MK noteikumu Nr. 17 7. pielikuma 1V tabula.
EsoSu vidgejas jaudas (1-5 MW) sadedzinasanas iekartu emisijas limitu
salidzinajums ar emisijas robezvertibam
7. tabula
. Lidz 31.12.2029. No 01.01.2030.
Emisijas . . — —
i Piesarnojosa viela | Kurinamais Limits, Robezvertiba, Limits, | Robezvertiba,
mg/Nm? mg/Nm?3® mg/Nm?3 mg/Nm?
Oglekla oksids 150 150 - -
A4 Séra dioksids Biogaze 200 200 200 200
Slapekla dioksids 350 350 250 250
Piezimes.

@ MK noteikumu Nr. 17 5. pielikums.
© MK noteikumu Nr. 17 4. pielikuma 111 tabula.

Ka redzams 6. un 7. tabula, sadedzinasanas iekartu emisijas koncentracijas limiti neparsniedz MK
noteikumos Nr. 17 “Noteikumi par gaisa piesarnojuma ierobezoSanu no sadedzinaSanas iekartam”
noteiktas emisijas robezveértibas, kas nozimé, ka noteiktie emisijas koncentracijas limiti atbilst

normativo aktu prasibam.
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2.5. Kopgja piesarnojoso vielu emisija

Operatora radita emisija

8. tabula
PM PMio PM:s
Avots
o/s t/a als t/a als t/a
Al 0 0 0 0 0
A2 0.0259 0.187 0.00889 0.0643 0.00134 0.00972
A3 0 0 0 0 0
A4O 0 0 0 0 0
A5 0 0 0 0 0
A6
_ 0.00737 0.0533 0.00259 0.0187 0.000390 0.00282
(apstrade)
A6
. 0.0119 0.374 0.00415 0.131 0.000628 0.0198
(uzglabasana)
A7 0 0 0 0 0 0
A8
_ 0.171 1.80 0.0873 0.918 0.0257 0.270
(apstrade)
A8
. 0.00713 0.225 0.00250 0.0789 0.000377 0.0119
(uzglabasana)
A9
_ 0.0175 0.184 0.00622 0.0654 0.000940 0.00988
(apstrade)
A9
. 0.0355 1.12 0.0125 0.393 0.00188 0.0594
(uzglabasana)
Kopa 0.276 3.94 0.124 1.67 0.0313 0.384
Piezimes.
@ Kurinot ar biogazi.
@ Visu biogazi ir paredzéts sadedzinat apkures katla (A3).
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8. tabulas turpinajums

Smaka (6{0) SO;
Avots
OUe/s OUg/a x 10° g/s t/a als t/a
Al 10758 339.3 0 0 0
A2 532 16.8 0 0 0
A3® 0 0 0.0371 1.17 0.0498 1.57
A4 0 0 0 0 0
A5 4861 35.1 0 0 0
A6
0 0 0 0 0 0
(apstrade)
Ab
_ 441 13.9 0 0 0 0
(uzglabasana)
A7 298 94 0 0 0 0
A8
_ 0 0 0 0 0 0
(apstrade)
A8
_ 0 0 0 0 0 0
(uzglabasana)
A9
_ 0 0 0 0 0 0
(apstrade)
A9
_ 0 0 0 0 0 0
(uzglabasana)
Kopa 16890 415 0.0371 1.17 0.0498 1.57
Piezimes.
@ Kurinot ar biogazi.
@ Visu biogazi ir paredzéts sadedzinat apkures katla (A3).
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8. tabulas turpinajums
NO> CO, -
Avots
g/s t/a t/a -
Al 0 0 -
A2 0 0 -
A3® 0.0869 2.74 1550 -
A4 0 0 -
A5 0 0 -
A6
0 0 0 -
(apstrade)
Ab
_ 0 0 0 -
(uzglabasana)
A7 0 0 0 -
A8
_ 0 0 0 -
(apstrade)
A8
_ 0 0 0 .
(uzglabasana)
A9
0 0 0 -
(apstrade)
A9
0 0 0 -
(uzglabasana)
Kopa 0.0869 2.74 1550 -
Piezimes.

@ Kurinot ar biogazi.

@ Visu biogazi ir paredzéts sadedzinat apkures katla (A3).
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3. Tabulas

Emisijas avotu fizikalais raksturojums

12. tabula
Emisijas avota un emisijas raksturojums
Emisijas . geografiskas dumena |dimena ieks€jais _ emisijas emisijas
Emisijas avota apraksts o i plisma _ )
avota kods® koordinatas® augstums diametrs temperatiira®| ilgums®
Z platums A garums m mm Nm3/h °C h
350523.766 351589.279
. _ 350767.183 351590.337 241 000 x 24 hid
Al Atkritumu kratuve 35 - -
350769.300 351783.484 186 000 8760 h/a
350522.179 351780.838
350787.847 351749.643
) _ 350821.449 351749.908 50 500 x 8 hid
A2 Segts atkritumu kompostesanas laukums 25 - -
350821.449 351800.443 34 000 2008 h/a
350787.980 351800.576
Katla “V Vitoplex 200” d Blogaze:
t 3 M ‘t 2 = b .
a a_ \ 1<.-:-ssman.n itoplex amenis 1570 24 h/d
A3 Ievadita siltuma jauda — 0.761 MW, 350823.116 351848.174 6.5 350 160
S S _ Propans: 8760 h/a
Kurinamais — biogaze, propans
1180
Avarijas biogazes sadedzinasanas lapa 24 hid
A4 “KKG 850”. Ievadita siltuma jauda — 350842.590 351844.470 6.55 125 2797 500 8760 hia
2.6 MW. Kurinamais — biogaze
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350735.222 351862.434
. ) _ 350766.787 351862.514 37 000 x 8 h/d
A5 Atkritumu priekSapstrades centrs 10.1 - 20
350766.258 351899.397 30 550 2008 h/a
350734.825 351899.397
Apstrade:
350631.040 351821.320 8 h/d
. . 350691.339 351820.553 60 000 x 2008 h/a
A6 Atkritumu uzglabasanas laukums 4 - -
350690.730 351836.402 15 000 Uzglabasana:
350630.881 351836.375 24 h/d
8760 h/a
350859.180 351642.935
. . 350883.733 351635.579 54 000 x 24 h/d
A7 Atkritumu $kiro$anas centrs 10 - 20
’ 350899.555 351687.808 24 500 8760 h/a
350875.319 351695.428
Apstrade:
350810.820 351577.045 8 h/d
. 350850.137 351565.033 66 000 x 2920 h/a
A8 Atkritumu $keldosanas laukums 4 - -
350866.753 351622.871 40 000 Uzglabasana:
350828.071 351634.459 24 h/d
8760 h/a
Apstrade:
350784.425 351675.990 8 hrd
AQ Atkritumu drupina$anas un sijaSanas 350826.890 351662.893 . 60 000 x 2920 h/a
laukums 350844.088 351721.630 45 000 Uzglabasana:
350799.241 351734.198 24 hid
8760 h/a
Piezimes.
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() Katru diimeni vai citu emisijas avotu, ja to neuzskata par diflizas emisijas avotu, identificg ar ieks&ju kodu A1, A2, A3 utt.
@ Geografiskas koordinatas noteiktas ar precizitati Iidz sekundei.
© Emisijas temperatiira pliismas mérisanas vieta.

@ Ja emisija nav pastaviga, sniedz informaciju par tas ilgumu — miniites/stunda, stundas/diend un dienas/gada.
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No emisijas avotiem gaisa emitétas vielas

13. tabula

Iekarta, process, raZotne, ceha nosaukums

Piesarnojosa viela

Emisijas raksturojums pirms

- =V

Gazu attiriSanas iekartas

Emisijas raksturojums pec

attirisanas attirisanas®
emisijas emisijas mg/m? nosau- |efektivitate (%) mg/m?
- ’ = o ’
) ) ilgums (h) | gls, . t/a, als, g t/a,
nosaukums tips avota vielas kods® nosaukums OUe/m?® kums, - : OUe/m?®
OUe/s @ OUg/a® . projek- | faktis- | OUEe/s @ OUe/a®
kods®”) | dnn |gada @ tips @
teta ka
1 2 3 4 5 6 7 8 9 10 11 10 13 14 15 16
. Tilpum-
Atkritumu kratuve veida Al 24 18760 230031 Smaka 10758 - 339 x 10° - - - 10758 - 339 x 10°
_ 200001 Cietas dalinas 0.0259 - 0.187 0.0259 - 0.187
Segts atkritumu Tilpum- 200002 | Dalinas PMuo 0.00889 - 0.0643 0.00889 | - | 0.0643
kompostésanas . A2 8 |2008 - - -
laukums veida 200003 Dalinas PM>s 0.00134 - 0.00972 0.00134 - 0.00972
230031 Smaka 532 - 16.8 x 10° 532 - 16.8 x 10°
Lidz 31.12.2026.:
020029 Oglekla oksids 0.0371 150 1.17 0.0371 150 1.17
e 020032 Séra dioksids 0.0498 200 157 0.0498 200 1.57
Katla “Viessmann 24 18760 _ _ _
Vitoplex 200" 020038 | Slapekla dioksids 0.0869 | 350 2.74 00869 | 350 | 274
dimenis. Ievadita Punkt- A3 020028 Oglekla dioksids - - 1550 - - 1550
siltuma jauda — veida No 01.01.2027.:
0.761 MW. 020029 | Oglekla oksids 0.0371 150 1.17 0.0371 | 150 1.17
Kurinamais —biogaze oa |g7ge| 020032 | Sera dioksids 00498 | 200 | 157 00498 | 200 | 157
020038 Slapekla dioksids 0.0622 250 1.96 0.0622 250 1.96
020028 Oglekla dioksids - - 1550 - - 1550
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Lidz 31.12.2026.:

020029 | Oglekla oksids 0.0303 150 0.956 0.0303 | 150 | 0.956
Kafla “Viessmann o |8760 020032 | Séra dioksids 0.0406 200 1.28 ] ] 0.0406 | 200 1.28
Vitoplex 200” 020038 | Slapekla dioksids 0.0707 350 2.23 0.0707 | 350 2.23
dimenis. Ievadita Punkt- A3 020028 Oglekla dioksids - - 1429 - - 1429
siltuma jauda — veida No 01.01.2027.:
0.761 MW. 020029 | Oglekla oksids 0.0303 150 0.956 0.0303 | 150 | 0.956
Kurinamais — propans o 8760 020032 | Séra dioksids 0.0406 200 1.28 ] ] 0.0406 | 200 1.28
020038 | Slapekla dioksids 0.0504 250 1.59 0.0504 | 250 1.59
020028 Oglekla dioksids - - 1429 - - 1429
Lidz 31.12.2029.:
020029 | Oglekla oksids 0.0371 150 1.17 0.0371 | 150 1.17
Avarijas biogazes 020032 | Sera dioksids 0.0498 200 157 00498 | 200 | 157
sadedzinasanas lapa 24 |80 020038 | Stapekla dioksids 00869 | 350 | 274 ] " [Too0sea | 350 | 274
“KKG 850”. Tevadita | Punkt- —
siltuma jauda veida A4 020028 Oglekla dioksids - - 1550 - - 1550
2.6 MW. Kurinamais No 01.01.2030.:
_ biogaze 020032 | Séra dioksids 0.0498 200 1.57 0.0498 | 200 1.57
24 |8760| 020038 | Slapekla dioksids 0.0622 250 1.96 - - 0.0622 | 250 1.96
020028 | Oglekla dioksids - - 1550 - - 1550
Atkritumu Tilpum-
rickapstrades centrs | veida A5 8 |2008| 230031 | Smaka 4861 - |35.1x10° - - 4861 - |35.1x10°
Apstrade:
Atkritumu Tilpum-| 200001 | Cietas dalinas 0.00737 - 0.0533 0.00737 - 0.0533
uzglabasanas laukums | veida 8 |2008| 200002 | Dalinas PMio 0.00259 - 0.0187 - - 0.00259 - 0.0187
200003 | Dalinas PMys 0.000390 - 0.00282 0.000390 | - | 0.00282
12.09.2024. 45 /84




Vides
v Dokumenti

PSIA “Ventspils labiekartoSanas kombinats”

Stacionaru piesarnojuma avotu emisijas limitu projekts

Uzglabasana:
200001 Cietas dalinas 0.0119 - 0.374 0.0119 - 0.374
24 |8760 200002 Dalinas PMio 0.00415 - 0.131 0.00415 - 0.131
200003 Dalinas PMzs 0.000628 - 0.0198 0.000628 - 0.0198
230031 Smaka 441 - 13.9x 10° 441 - 13.9x 10°
Atkritumu Skirosanas | Tilpum-
centrs ’ veida A7 24 |8760| 230031 Smaka 298 - 9.4 x10° 298 - 9.4 x10°
Apstrade:
200001 Cietas dalinas 0.171 - 1.80 0.171 - 1.80
8 12920 200002 Dalinas PMio 0.0873 - 0.918 0.0873 - 0.918
Atkritumu $keldoSanas | Tilpum- A8 200003 Dalinas PM3 s 0.0257 - 0.270 0.0257 - 0.270
laukums veida Uzglabasana:
200001 Cietas dalinas 0.00713 - 0.225 0.00713 - 0.225
24 |8760| 200002 Dalinas PMig 0.00250 - 0.0789 0.00250 - 0.0789
200003 Dalinas PMzs 0.000377 - 0.0119 0.000377 - 0.0119
Apstrade:
200001 Cietas dalinas 0.0175 - 0.184 0.0175 - 0.184
_ 8 12920 200002 Dalinas PMig 0.00622 - 0.0654 0.00622 - 0.0654
Atk“,tu_mu Tilpum- 200003 Dalinas PM2s 0.000940 - 0.00988 0.000940 - 0.00988
drupinasanas un . A9
sijasanas laukums veida Uzglabasana:
200001 Cietas dalinas 0.0355 - 1.12 0.0355 - 1.12
24 |8760| 200002 Dalinas PMig 0.0125 - 0.393 0.0125 - 0.393
200003 Dalinas PM2s 0.00188 - 0.0594 0.00188 - 0.0594

Piezimes.

() Emisijas avota atsauces ieksgjais kods atbilstosi §a pielikuma 12. tabulai.
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@ Norada katras piesarnojosas vielas kodu un nosaukumu saskana ar valsts sabiedribas ar ierobezotu atbildibu "Latvijas Vides, geologijas un meteorologijas centrs" apstiprinato
sarakstu.

®. ) Sadedzinasanas iekartam un atkritumu sadedzinasanas, ka arT lidzsadedzinaSanas iekartam noradit skabekla saturu. PiesarnojoSo vielu saturu norada normilam kubikmetram
(273 K 101,3 kPa). Mitruma apstakliem (mitrs/sauss) jasakrit ar citas tabulas dotajiem, ja vien tie nav noteikti atseviski.

® Piesarnojosas vielas saturs (koncentracija un daudzums) standarta apstaklos (273 K 101,3 kPa), ja tas nav noteikts atseviski. Mitruma apstakliem (sauss/mitrs) jabiit salidzinamiem

ar citas tabulas sniegtajiem datiem, ja tas nav noteikts atseviski.
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Piesarnojoso vielu emisijas limitu projekts

15. tabula
Emisijas avots Piesarnojosa viela
geografiskas koordinatas mg/m?, 02 %
Nr.p.k. nosaukums nosaukums kods g/s, OUe/s t/a, OUe/a
Z platums A garums OUg/m3 @
1 2 3 4 5 6 7 8 9 10
57.27359 21.53854
Al Atkritumu kratuve >7.21517 2153841 Smaka 230031 10758 - 339 x 10° -
57.27586 21.54161
57.27364 21.54171
57.27601 2154104 Cietas dalinas 200001 0.0259 - 0.187
A2 Segts atkritumu kompostésanas 57.27631 21.54102 Dalinas PMio 200002 0.00889 - 0.0643 )
laukums 57.27633 21.54186 Dalinas PMzs 200003 0.00134 - 0.00972
51.27603 21.54188 | smaka 230031 532 - 16.8 x 10°
Lidz 31.12.2026.:
Oglekla oksids 020029 0.0371 150 1.17
Séra dioksids 020032 0.0498 200 1.57
Slapekla dioksids 020038 0.0869 350 2.74 3
Katla “Viessmann Vitoplex 200" Oglekla dioksids 020028 } ) 1550
A3 diimenis. Ievadita siltuma jauda — 57.27636 21.54265
0.761 MW. Kurinamais — biogaze No 01.01.2027.:
Oglekla oksids 020029 0.0371 150 1.17
Séra dioksids 020032 0.0498 200 1.57
Slapekla dioksids 020038 0.0622 250 1.96 3
Oglekla dioksids 020028 - - 1550
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Lidz 31.12.2026.:
Oglekla oksids 020029 0.0303 150 0.956
Séra dioksids 020032 0.0406 200 1.28 3
. . Slapekla dioksids 020038 0.0707 350 2.23
Katla “Viessmann Vitoplex 200 Oglekla dioksids 020028 - - 1429
A3 diimenis. Ievadita siltuma jauda — 57.27636 21.54265 No 0L01.2027.-
0.761 MW. Kurinamais — propans 0oun -
Oglekla oksids 020029 0.0303 150 0.956
Séra dioksids 020032 0.0406 200 1.28 3
Slapekla dioksids 020038 0.0504 250 1.59
Oglekla dioksids 020028 - - 1429
Lidz 31.12.2029.:
Oglekla oksids 020029 0.0371 150 1.17
Séra dioksids 020032 0.0498 200 1.57
Avarijas biogazes sadedzinasanas Slapekla dioksids 020038 0.0869 350 2.74
lapa “KKG 850”. Ievadita siltuma —
A4 ) . 57.27653 21.54257 Oglekla dioksids 020028 - - 1550
jauda — 2.6 MW. Kurinamais —
biood No 01.01.2030.:
iogaze
Séra dioksids 020032 0.0498 200 1.57
Slapekla dioksids 020038 0.0622 250 1.96
Oglekla dioksids 020028 - - 1550
57.27558 21.54294
. ) 57.27586 21.54292
A5 Atkritumu priekSapstrades centrs Smaka 230031 4861 - 35.1x10°
57.27587 21.54353
57.27558 21.54355
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Apstrade:
Cietas dalinas 200001 0.00737 0.0533
Dalinas PMio 200002 0.00259 0.0187
57.27463 | 21.54232  Th ko PMas 200003 |  0.000390 0.00282
. 57.27517 21.54227
A6 Atkritumu uzglabasanas laukums Uzglabasana:
57.27517 21.54253 — .
57 27463 21 54257 Cietas dalinas 200001 0.0119 0.374
Dalinas PMio 200002 0.00415 0.131
Dalinas PMzs 200003 0.000628 0.0198
Smaka 230031 441 13.9x 10°
57.27662 21.53922
. ) 57.27683 21.53909
A7 Atkritumu $kiroSanas centrs Smaka 230031 298 9.4 x10°
’ 57.27699 21.53994
57.27678 21.54008
Apstrade:
Cietas dalinas 200001 0.171 1.80
57.27651 21.53794 Dalinas PM2s 200003 0.0257 0.270
A8 Atkritumu $keldosanas laukums —
57.27668 21.53889 Uzglabasana:
57.27633 21.53910 Cietas dalinas 200001 0.00713 0.225
Dalinas PMio 200002 0.00250 0.0789
Dalinas PM2s 200003 0.000377 0.0119
57.27596 21.53982 Apstrade:
A9 Atkritumu drupinasanas un 57.27633 21.53957 Cietas dalinas 200001 0.0175 0.184
sijasanas laukums 57.27651 21.54054 Dalinas PMio 200002 0.00622 0.0654
57.27611 21.54077 | Dalinas PMzs 200003 0.000940 0.00988
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Uzglabasana:
Cietas dalinas 200001 0.0355 - 1.12
Dalinas PMio 200002 0.0125 - 0.393 -
Dalinas PM3 s 200003 0.00188 - 0.0594
Piezimes.

@ Aizpilda iekartam, kuram skabekla saturu diimgazgs vai izpliides gazes nosaka normativie akti.
@ Datus par piesarnojoso vielu emisiju norada gramos sekund@ (g/s); miligramos kubikmetra (mg/m®) un tonnas gada (t/a). Datus par smaku emisiju nordda smakas vienibas viena
kubikmetra gazes standartapstaklos (OUg/m?), smaku vienibas sekunde (OUg/s) un smaku vienibas gada (OUg/gada).
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4. PiesarnojoSo vielu izkliedes aprekins
4.1. Fona piesarnojums un gaisa kvalitates normativi

Lai novertétu esoso piesarnojumu planotas darbibas apkartné, no VSIA “Latvijas Vides, geologijas un
meteorologijas centrs” (talak — LVGMC) tika pieprasita informacija par piesarnojuma fona
koncentracijam operatora darbibas ietekmes zona. LVGMC sniegta informacija balstita uz izkliedes
modeléSanas rezultatiem ar EnviMan datorprogrammu (beztermina licence Nr. 0479-7349-8007,
versija 3.0), izmantojot Gausa matematisko modeli. Aprékinos tika nemtas véra vietgja reljefa
ipatnibas un apbiives raksturojums. Meteorologiskajam raksturojumam tika izmantoti Ventspils

noverojumu stacijas ilggadigo novérojumu dati par laika periodu no 2019. gada Iidz 2023. gadam.

Lai noteiktu fona koncentraciju, tika izmantoti $adi lielumi:
e Aprekinu solis: 50 m.
e Aprekinu relativais augstums: 2 metri.

e Rezga Stnas ZR stiira koordinatas:
o X:349723;
o y:352814.

LVGMC izsniegta informacija par fona piesarnojuma Iimeni ir pievienota 2. pielikuma. Fona
piesarnojuma maksimalas koncentracijas ir apkopotas 9. tabula. Gaisa kvalitates normativi un augsgjie
piesarnojuma novértéSanas slieksni ir apkopti 10. tabula. LVGMC sniegtas fona piesarnojuma datu
rindas ir pievienotas 6. pielikuma (elektroniski).

Fona piesarnojuma maksimalas koncentracijas

9. tabula
. . . Gada vidgja koncentracija, pg/m®
Nr.p.k. Piesarnojosa viela Noteiksanas periods o
’ (maksimalas vertibas)

1 Oglekla oksids 1 gads 305.58

2 Séra dioksids 1 gads 2.60068

3 Slapekla dioksids 1 gads 4.27

4 Dalinas PMio 1 gads 12.90

5 Dalinas PM2s 1 gads 6.80

6 Smaka® 1 gads -

Piezimes.

(D 2022. gada valsts statistikas parskatu sistéma par gaisa aizsardzibu “Nr. 2-Gaiss” nav informacijas par smaku emisiju

avotiem operatora ietekmes zona.

12.09.2024. 52/84



Vides

PSIA “Ventspils labiekartoSanas kombinats”

' Dokumenti Stacionaru piesarnojuma avotu emisijas limitu projekts
Gaisa kvalitates normativi
10. tabula
Nr. . NoteikSanas Gaisa kvalitates Augsgjais piesarnojuma
Piesarnojosa viela Kods i _ . . .
p.k. periods normativs noveértésanas slieksnis
1 Oglekla oksids 020029 8h 10 000 pg/m?® 70 % 7000 pg/m?®
350 pg/m3
1h e 0% | 245pgim?
o (99.73. procentile)
2 Séra dioksids 020032
125 pg/m?®
24 h i 60 % 75 pg/m3
(99.18. procentile)
200 pg/m®
. 1h Hem- 70% | 140 pg/m?
3 Slapekla dioksids 020038 (99.79. procentile)
1 gads 40 pug/m?® 80 % 32 pg/m?®
50 pg/m?®
. 24 h . 70 % 35 pg/m®
4 Dalinas PM1o 200002 (90.41. procentile)
1 gads 40 pg/m?® 70 % 28 pg/m?
5 Dalinas PMzs 200003 1 gads 20 pg/m?® 70 % 14 pg/m?®
5 OUe/ m?
6 Smaka 230031 1h . 70 % 3.5 OUe/m?
(98.08. procentile)

4.2. Operatora emisijas izkliedes modelesana

Informacija par meteorologiskos apstaklus raksturojoSiem parametriem piesarnojosas darbibas

ietekmes zona sanemta elektroniska veida no LVGMC. Meteorologisko datu (2022. gads) kopa

ieklauti §adi secigi dati ar 1 stundas intervalu:

Vgja raksturlielumu grafiska interpretacija (v€ja roze) ir dota 3. pielikuma.

piezemes temperatiira (°C);

vgja atrums (m/s);

v&ja virziens (°);

kopgjais makonu daudzums (octas);
virsmas siltuma pliisma (W/m?);
sajaukSanas augstums (m);

albedo (%);

Monina-Obuhova garums (m).
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Novertgjuma ietvaros vertetas augstakas aprékinatas piesarnojuma koncentracijas paredzetas darbibas
vietas tuvuma izvietotajas teritorijas, kuras ir pieejamas iedzivotajiem. Novert€juma ietvaros
paredzetas darbibas raditais piesarnojums summets ar esoSo fona piesarnojumu, par kuru informaciju
sniedza LVGMC.

Lai prognozetu planotas darbibas ietekmi uz gaisa kvalitati, tika veikta gaisa piesarnojuma izkliedes
modeléSana ar datorprogrammu AERMOD View (versija 12.0.0), beztermina licence Nr. AER0010490,

izmantojot Gausa matematisko modeli.

Aprekinos nemtas veéra vieteja reljefa ipatnibas un apbiives raksturojums. Gaisa piesarnojuma izkliedes
modeléSana veikta, lai aprékinatu piesarnojoso vielu vid€jas, 2 m augstuma esoSas koncentracijas,
nemot vera teritorijai raksturigos meteorologiskos apstaklus, un koncentraciju procentiles, ka art lai

izvertetu piesarnojuma izkliedi pie nelabvéligiem meteorologiskajiem apstakliem.

Vertejums par uznémuma darbibas ietekmi uz gaisa kvalitati tika iegtits, summeéjot telpiski identisku
attiecigas vielas esos$a piesarnojuma Itmena datu kopu ar attiecigo izkliedes aprékina datorprogrammas
izveidoto datu kopu.

AERMOD View generétas izkliedes modeléSanas atskaites, kuras ir redzami galvenie ievaddati, ir
pievienotas 4. pielikuma.

Grafiski (kartes) att€loti aprékinu rezultati ir pievienoti 5. pielikuma.

Lai raksturotu gaisa piesarnojuma izkliedei nelabvéligos meteorologiskos apstaklus, izmantota gaisa
kvalitates modeléSanas gaita iegiita informacija par piesarnojosas vielas maksimalo koncentraciju
(100. procentile) stundas intervalam un meteorologiskajiem parametriem, pie kadiem ta aprékinata.
AERMOD View izveidotie faili un datu rindas ir pievienoti 7. pielikuma (elektroniski).

Piesarnojoso vielu izkliedes aprékinu rezultatu analize un gaisa kvalitates atbilstibas normativiem

noveérte§jums ir atteélots 11.tabula. Piesarnojoso vielu koncentracijas nelabvéligos laikapstaklos ir
apkopotas 12. tabula.
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Izkliedes aprekinu rezultati

11. tabula
Maksimala Piesarnojosas | Piesarnojuma
piesarnojo- | Maksimala | Apré- Aprékinu darbibas emi- | koncentracija
Nr. o §as darbibas | summara kinu punkta vai | t&ta piesarno- | attieciba pret
Piesarnojosa . . . c :
p. viela emitéta pie- koncen- | periods / §anas juma dala gaisa
k. sarnojuma tracija? laika centroida summaraja kvalitates
koncentraci- | (ug/m® | intervals | koordinatas® | koncentracija | normativu*
ja! (ug/m°) (%) (%)
8h/ 351923
1 | Oglekla oksids 6.89 312° 2.21 3.124
1 gads 350914
Slapekla 1h/ 351523
2 L 36.2 40.0° 90.5 20.0%
dioksids 1 gads 350764
Slapekla 1 gads/ 351923
3 . ) 2.26 6.09’ 37.1 15.2%4
dioksids 1 gads 350914
o 1h/ 351473
4 | Sera dioksids 17.3 19.98 86.9 5.691
1 gads 350764
. 24h/ 351923
5 | Seéra dioksids 5.50 8.10° 67.9 6.48%
1 gads 350914
. 24h/ 351473
6 | Dalinas PMio 221 15.1%0 14.6 30.2%
o 1 gads 350814
) 1 gads/ 351473
7 | Dalinas PMio 0.84 13.7% 6.1 34.3%
1 gads 350814
) 1 gads/ 351473
8 | Dalinas PM2s 0.20 6.9812 2.87 34.9%
1 gads 350814
349510
1h/
9 Smaka 0.12 0.128 1 gads 350893 100 2.40%
g (“Liepziedi”)
Piezimes.

1 Maksimalo piesarnojosas darbibas emitéta piesarnojuma koncentraciju nosaka teritorija, kura tiek vertéta atbilstiba gaisa
kvalitates normativiem vai vadlinijam, izmantojot piesarnojoso vielu izkliedes aprékina datorprogrammas izveidoto datu
kopu pirms tas kartografiskas interpolacijas.

2 Maksimalo summaro koncentraciju nosaka teritorija, kurd tiek vértéta atbilstiba gaisa kvalitates normativiem vai
vadlinijam, izmantojot piesarnojoso vielu izkliedes aprékina datorprogrammas izveidoto datu kopu pirms tas kartografiskas
interpolacijas un nemot véra Ministru kabineta 2013. gada 2. aprila noteikumu Nr. 182 “Noteikumi par stacionaru
piesarnojuma avotu emisijas limita projektu izstradi” 5. pielikuma miné&tos nosacijumus.

3 Aprekinu punkts vai $tinas centroids, kura prognozgjama maksimala summara koncentracija un kur§ atrodas teritorija,
kura tiek verteta atbilstiba gaisa kvalitates normativiem vai vadlinijam.

4Maksimalas summaras koncentracijas attieciba pret gaisa kvalitates robeZlielumu, mérklielumu vai vadlinija noteikto
vertibu (procentos).

® Oglekla oksida (CO) 8-stundu 100-procentila koncentracija ar fonu.
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6 Sera dioksida (SO,) stundas 25. augstaka koncentracija ar fonu.

7 Sera dioksida (SO,) diennakts 4. augstaka koncentracija ar fonu.

8 Slapekla dioksida (NO) stundas 19. augstaka koncentracija ar fonu.

9 Slapekla dioksida (NO,) gada vid&ja koncentracija ar fonu.

10 Dalinu PMyo diennakts 36. augstaka koncentracija ar fonu.

11 Dalinu PMo gada vid&ja koncentracija ar fonu.

12 Dalinu PM, 5 gada vidgja koncentracija ar fonu.

13 Smakas stundas 169. augstaka koncentracija ar fonu.

14 Tzkliedes karte nav pievienota (saskana ar 2013. gada 2. aprila MK noteikumu Nr. 182 “Noteikumi par stacionaru
piesarnojuma avotu emisijas limita projektu izstradi” 34.1. punktu, grafiska forma ir jaatt€lo vielas, kuru summara

koncentracija parsniedz 40 %).

Pie kadiem meteorologiskajiem apstakliem konstatétas paaugstinatas koncentracijas

12. tabula
Meteorologiskie apstakli
. . . Piezemes | Sajauk- Virsmas Stundas
Vielas Vgja Vgja _ ) .
; L. _ tempe- Sanas siltuma | koncentracija,
nosaukums Datums, laiks virziens, | atrums, _ _
L ratira, | augstums, | plisma, ug/msd
gradi m/s © m Wim2
CO 22.08.2022. 6% 127 3 20.5 601.8 -64 3241
SO, 22.08.2022. 6% 127 3 20.5 601.8 -64 28.12
NO. 22.08.2022. 6% 127 3 20.5 601.8 -64 48.4°
PMyo 05.03.2022. 8% 225 1 0.7 59.4 -9.3 8474
PM_s 05.03.2022. 8% 225 1 0.7 59.4 -9.3 248°
Smaka 29.09.2022. 19% 248 0.8 7.3 144.9 -5 21.5°
Piezimes.

1 Oglekla oksida (CO) stundas 100-procentila koncentracija ar fonu.

2 Sera dioksida (SO,) stundas 100-procentila koncentracija ar fonu.

% Slapekla dioksida (NO;) stundas 100-procentila koncentracija ar fonu.
* Dalinu PM;o stundas 100-procentila koncentracija ar fonu.

® Dalinu PM; 5 stundas 100-procentila koncentracija ar fonu.

6 Smakas stundas 100-procentila koncentracija ar fonu.

4.3. Izkliedes modelésanas rezultati

Ka redzams 11. tabula, gaisa piesarnojuma modeléSana attiecigos meteorologiskos apstaklos rajona,
kur atrodas operatora objekts, parada, ka gaisa kvalitates normativi piesarnojosajam vielam netiek

parsniegti. Tapat ar1 netiek parsniegti augs€jo piesarnojuma novertésanas slieksni.
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Ta ka izkliedes modeléSana tika veikta scenarijam ar liclakajiem emisijas daudzumiem un emisijas
aprékinos tika pienemts, ka izmeSu avotu noslodze ir maksimala prognozgjama, izkliedes aprékinu

rezultati ir uzskatami par objektivu operatora iesp&jamas ietekmes uz gaisa kvalitati novertejumu.
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Meénesa variacijas (%)

5. Emisijas dinamika

IzmeSu avots Nr. Al, A2 (smaka), A3, A4, AS, A6 (uzglabasana),
A7, A8 (uzglabasana), A9 (uzglabasana)

Dienas variacijas (%)

. o No pirmdienas . .

Meénesi Vértibas Stundas ) L Sestdiena Svétdiena

Iidz piektdienai
Janvaris 100 0 100 100 100
Februaris 100 1 100 100 100
Marts 100 2 100 100 100
Aprilis 100 3 100 100 100
Maijs 100 4 100 100 100
Junijs 100 5 100 100 100
Julijs 100 6 100 100 100
Augusts 100 7 100 100 100
Septembris 100 8 100 100 100
Oktobris 100 9 100 100 100
Novembris 100 10 100 100 100
Decembris 100 11 100 100 100
12 100 100 100
13 100 100 100
14 100 100 100
15 100 100 100
16 100 100 100
17 100 100 100
18 100 100 100
19 100 100 100
20 100 100 100
21 100 100 100
22 100 100 100
23 100 100 100
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IzmeSu avots Nr. A2 (cietas dalinas), A6 (apstrade)

Meénesa variacijas (%)

Dienas variacijas (%)

No pirmdienas

Meénesi Vertibas
Janvaris 100
Februaris 100
Marts 100
Aprilis 100
Maijs 100
Junijs 100
Jalijs 100
Augusts 100
Septembris 100
Oktobris 100
Novembris 100
Decembris 100

Stundas ) L Sestdiena Svétdiena
Iidz piektdienai
0 0 0 0
1 0 0 0
2 0 0 0
3 0 0 0
4 0 0 0
5 0 0 0
6 0 0 0
7 0 0 0
8 100 0 0
9 100 0 0
10 100 0 0
11 100 0 0
12 0 0 0
13 100 0 0
14 100 0 0
15 100 0 0
16 100 0 0
17 0 0 0
18 0 0 0
19 0 0 0
20 0 0 0
21 0 0 0
22 0 0 0
23 0 0 0
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IzmeSu avots Nr. A8 (apstrade), A9 (apstrade)

Meénesa variacijas (%)

Dienas variacijas (%)

No pirmdienas . L
Meénesi Vértibas Stundas . L Sestdiena Svétdiena
Iidz piektdienai
Janvaris 100 0 0 0 0
Februaris 100 1 0 0 0
Marts 100 2 0 0 0
Aprilis 100 3 0 0 0
Maijs 100 4 0 0 0
Junijs 100 5 0 0 0
Julijs 100 6 0 0 0
Augusts 100 7 0 0 0
Septembris 100 8 100 100 100
Oktobris 100 9 100 100 100
Novembris 100 10 100 100 100
Decembris 100 11 100 100 100
12 0 0 0
13 100 100 100
14 100 100 100
15 100 100 100
16 100 100 100
17 0 0 0
18 0 0 0
19 0 0 0
20 0 0 0
21 0 0 0
22 0 0 0
23 0 0 0
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1. PIELIKUMS

EKu un emisijas avotu izvietojuma shéma

A1: Atkritumu kratuve

A2: Segts atkritumu
kompostésanas laukums

A3: Katla “Viessmann
Vitoplex 200" dimenis

Ad: Avarijas biogazes
sadedzinasanas lapa
“KKG 850"

AS: Atkritumu priekSapstrades
centrs

A6: Atkritumu uzglabasanas
laukums

A7: Atkritumu 3kiroSanas
centrs

A8: Atkritumu Skeldo3anas
laukums

A9: Atkritumu drupinasanas
un sijasanas laukums

Operatora
teritorija

[E==J Operatora teritorijas robeza @ Punktveida emisijas avots
Normativu vértésanas zona (LVGMC dati) E== Laukum-/Tilpumveida emisijas avots
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LATVIIAS VIDES, GEOLOGIAS
UN METEOROLOGIJAS CENTRS

Datums
skatims
Zimogd

Uz

22.08.2024,

Nr. 4-6/1234

laika

Gaisu piesdrnojoSo vielu izkliedes aprékins

Snicdzam Jums informdciju par:

2. PIELIKUMS

LVGMC informacija par fona piesarnojuma Iimeni

SIA “Vides dokumenti™

Micra icla 16/5 - 55,
Salaspils, LV-2169

1. csofo picsarpojuma limeni (péc model&Sanas rezultaticm) PSIA “Ventspils labickirtoSanas
kombinats” (“Jaunpentuli”, Varves pag., Ventspils nov.) ictckmes zond bez operatora darbibas:

2022, gada valsts statistikas pirskatu sistémd par gaisa aizsandzibu “Nr. 2-Gaiss™ nav inf
operatora ictekmes zond

Viela Gada vidgja
g koncentricija (pg/m®)
Oglekla oksids (CO) 305.58
Séra dioksids (SO:) 2.60068
Slapckla dioksids (NO:) 427
Dalinas PM o 12.90
Dalinas PM. < 6.80

Smaka*

dcijas par smaku emisij

Eso3a picsarnojuma limepa model&Sana veikta ar programmu EnviMan (beztermina licence Nr.
0479-7349-8007, versija 3.0) izmantojot Gausa matemitisko modeli. Datorprogrammas
izstridatdjs ir OPSIS AB (Zvicdrija). Aprckinos nemtas vérd vietéja reljefa ipatnibas un
apbiives raksturojums. Mcteorologiskajam raksturojumam izmantoti Ventspils novérojumu
stacijas ilggadigo novérojumu dati par laika periodu no 2019. gada lidz 2023. gadam.

2. aprékinu datu rindas (pg/m*) EXCEL formata,
3. 1 Kkarti, kurd attélota PM)o koncentricija.

4. rezga Stnas ZR stira koordinditas:

x: 349723;
y: 352814;

5. aprékinu soli: 50 m.

Informicija nosiitita clektroniski uz c-pasta adresi infof@videsdokumenti.lv,

Valdes prick3scdétajs

A Skreija
67032026

annija skretjalahgme. v

paraksts*®

E. Zarip§

*$IS DOKUMENTS IR ELEKTRONISKI PARAKSTITS AR DROSU ELEKTRONISKO
PARAKSTU UN SATUR LAIKA ZIMOGU

VALSTS SIA

“Latvias Vides, geologijas un
meteorologijas centrs™

Maskavas i¢la 165, Riga, LV-1019

Talr. +371 67032600
L-pasts: lvgme@liveme.lv

RegNr.: 50103237791 )

Banka: SEB banka AS
Kods: UNLALV2X
Konta Nr.; LV25 UNLA 0055000617927
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3. PIELIKUMS
V@&ja roze (no kuras puses pis vejs)
Ventspils novérojumu stacija, 2022. gads

\WEST!

WIND SPEED
(m/s)

==11.10
8.80-11.10
5.70 - 8.80
3.60-5.70
2.10 - 3.60
0.50-210
Calms: 0.00%

JOENNEE
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4. PIELIKUMS

AERMOD View generétas izkliedes modeleésanas atskaites

Control Pathway

Dispersion Options

AERMOD

Titles
PSIA "Ventspils labiekartosanas kombinats”
CO - Augstaka 8 stundu koncentracija, meg/m3

Dispersion Options

[a Regulatory Default [3 Non-Default Options

Dispersion Coefficient

Rural

Output Type
E Concentration

D Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal
D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Warnings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type
co

Averaging Time Options

vours [ (0 L0 (0 L0 [ G G

2 3 4 6 8 12 24

D Month D Period D Annual

Exponential Decay

Option not available

Terrain Height Options
D Flat @ Elevated

SO: Meters

RE: Meters
TG: Meters

Flagpole Receptors

[g Yes D No

Default Height = 2.00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. i Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type " (m] (m] {Optional) [m] la/s] ] [mis] [m]

POINT A3 351846.74 350828.29 6.72 6.50 0.03710 433.15 453 0.35

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847.31 6.09 6.55 0.00E+0 77315 50.00 013

Avarijas biogazes sadedzinasanas lapa "KKG 8507
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Source Pathway - Source Inputs

AERMOD
Velume Sources
T Base Release Emission Length Building Initial Tnitial
Source Seurce X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type 0 fm (m] {Optional) (m) [a's) [m] [m] Dim. [m] Dim. [m]

VOLUME Al 351694 .52 350638.44 T.73 17.50 0.00E+0D 211.72 Sudface-Based 49.24 814
Alkritumu kratuve

WOLUME A2 3ISTT5.06 350804 .40 7.03 1.25 0.00E+0 4144  Surface-Based 9.64 0.58
Segts atkritumu kompostesanas laukums

VOLUME AS 351883 46 350750.37 .86 5.00 0.00E+0 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

VOLUME AG(1) 351834 66 350666.14 7.00 2,00 0.00E+0 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

WVOLUME AT 351664.83 350869.52 7.10 5.00 0.00E+0 36.37  Surface-Based 8.46 233
Alkritumu skirosanas centrs

WVOLUME AB(T) 35158062 350828.71 7.88 2.00 0.00E+0 51.38 Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

VOLUME A1) 351689.38 35080314 7.49 2.00 0.00E+0 5196 Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apstrade)

VOLUME AB(2) 35183466 350666.14 7.00 2,00 0.00E+0 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

WOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00E+0 91.38  Surface-Based 11.95 093
Alkritumu skeldosanas laukums (uzglabasana)

VOLUME A2 351689.38 350803.14 748 2.00 0.00E+D 5196 Surface-Based 12.08 0.93
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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Control Pathway

AERMOD

Dispersion Options

Titles
PSIA "Ventspils labiekartosanas kombinats”
S02 - Stundas 25. augstaka koncentracija, meg/m3

Dispersion Options Dispersion Coefficient
[g Regulatory Default D Non-Default Options
Rural
Output Type

Ia Concentration
[] Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal
D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Wamings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type Exponential Decay
S02 Option not available

Averaging Time Options

Hours El [:l [:l [:l D D [:. [a Terrain Height Options

2 3 4 6 8 12 24 D Flat E' Elevated SO: Meters

Month Pericd Annual RE: Meters
D D D TG: Meters
[3 1-Hour SO2 Non-NAAQS
l:. 1-Hour SO2 NAAQS

Flagpole Receptors

@ Yes D No

Default Height = 2,00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type e (m] (ml {Optional) [m] la/s] ] [mis) [m]

POINT A3 351846.74 350828.29 6.72 6.50 0.04980 433.15 453 0.25

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847.31 6.09 6.55 0.00E+0 77315 50.00 013

Avarijas biogazes sadedzinasanas lapa "KKG 8507
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Source Pathway - Source Inputs

AERMOD
Volume Sources
z Base Release Emission Length Building Initial Initial
Source Source X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type o [m] (mi {Optional) m] [a/s] [m] [m] Dim. [m) Dim. [

VOLUME Al 351694 .52 350638.44 T.73 17.50 0.00E+0D 211.72  Surface-Based 49.24 8.14
Atkritumu kratuve

YOLUME A2 351775.06 35080440 7.03 1.25 0.00E+0 4144  Surface-Based 9.64 0.58
Segls atkritumu kompostesanas laukums

YOLUME AS 351883.46 35075037 6.86 5.00 0.00E+0D 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

YOLUME AB(1) 351834 66 350666.14 7.00 2,00 0.00E+0 3000 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

VOLUME AT 351664.83 350869.52 7.10 5.00 0.00E+0 36.37  Surface-Based §.46 233
Atkritumu skirosanas centrs

WOLUME AB(1) 351580.62 350828.71 7.88 2.00 0.00E+D 51.38  Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

YOLUME A1) 35168938 350803.14 7.49 2.00 0.00E+0 5186  Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apsirade)

YOLUME AB(2) 351834.66 350666.14 7.00 2,00 0.00E+0 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

YOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00E+0D 91.38  Surface-Based 11.95 093
Alkritumu skeldosanas laukums (uzglabasana)

YOLUME AR(2) 351689.38 350803.14 7.49 2.00 0.00E+D 5196 Surface-Based 12.08 093
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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Control Pathway

AERMOD

Dispersion Options

Titles
PSIA "Ventspils labiekartosanas kombinats”
NO2 - Stundas 19. augstaka koncentracija, meg/m3

Dispersion Options Dispersion Coefficient
[g Regulatory Default D Non-Default Options
Rural
Output Type

Ia Concentration
[] Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal
D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Warnings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type Exponential Decay
NO2 Option not available

Averaging Time Options

Hours [El D [:l [:l D D [:. [] Terrain Height Options

2 3 4 6 8 12 24 D Flat [E' Elevated SO: Meters

Month Pericd Annual RE: Meters
D D E' TG: Meters
[E] 1-Hour NO2 Non-NAAQS
D 1-Hour NO2 NAAQS

Flagpole Receptors

@ Yes D No

Default Height =2.00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type e (m] (ml {Optional) [m] la/s] ] [mis) [m]

POINT A3 351846.74 350828.29 6.72 6.50 0.08680 433.15 453 0.25

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847.31 6.09 6.55 0.00E+0 77315 50.00 013

Avarijas biogazes sadedzinasanas lapa "KKG 8507

731/84

12.09.2024.



Vides
v Dokumenti

PSIA “Ventspils labiekartosanas kombinats”

Stacionaru piesarnojuma avotu emisijas limitu projekts

Source Pathway - Source Inputs

AERMOD
Volume Sources
z Base Release Emission Length Building Initial Initial
Source Source X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type o [m] (mi {Optional) m] [a/s] [m] [m] Dim. [m) Dim. [

VOLUME Al 351694 .52 350638.44 T.73 17.50 0.00E+0D 211.72  Surface-Based 49.24 8.14
Atkritumu kratuve

YOLUME A2 351775.06 35080440 7.03 1.25 0.00E+0 4144  Surface-Based 9.64 0.58
Segls atkritumu kompostesanas laukums

YOLUME AS 351883.46 35075037 6.86 5.00 0.00E+0D 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

YOLUME AB(1) 351834 66 350666.14 7.00 2,00 0.00E+0 3000 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

VOLUME AT 351664.83 350869.52 7.10 5.00 0.00E+0 36.37  Surface-Based §.46 233
Atkritumu skirosanas centrs

WOLUME AB(1) 351580.62 350828.71 7.88 2.00 0.00E+D 51.38  Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

YOLUME A1) 35168938 350803.14 7.49 2.00 0.00E+0 5186  Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apsirade)

YOLUME AB(2) 351834.66 350666.14 7.00 2,00 0.00E+0 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

YOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00E+0D 91.38  Surface-Based 11.95 093
Alkritumu skeldosanas laukums (uzglabasana)

YOLUME AR(2) 351689.38 350803.14 7.49 2.00 0.00E+D 5196 Surface-Based 12.08 093
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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Control Pathway

AERMOD

Dispersion Options

Titles
PSIA "Ventspils labiekartosanas kombinats”
PM10 - Diennakts 36. augstaka koncentracija, meg/m3

Dispersion Options Dispersion Coefficient
[g Regulatory Default D Non-Default Options
Rural
Output Type

Ia Concentration
[] Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal
D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Warnings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type Exponential Decay
PM10 Option not available

Averaging Time Options

Hours [El D [:l [:l D D [:. [a Terrain Height Options

2 3 4 6 8 12 24 Dmx [E'szevatea SO; Meters

Month Period Annual RE: Meters
D D E' TG: Meters

Flagpole Receptors

E Yes D No

Default Height = 2.00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type " (m) () {Optional) [m] lg/s] (K] [mJs) [m)

POINT A3 351846.74 35082829 6.72 6.50 0.00E+D 433.15 4.53 0.35

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847 31 6.09 6.55 0.00E+D 77315 50.00 0.13

Avarijas biogazes sadedzinasanas lapa "KKG 8507
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Source Pathway - Source Inputs

AERMOD
Volume Sources
z Base Release Emission Length Building Initial Initial
Source Source X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type o [m] (mi {Optional) m] [a/s] [m] [m] Dim. [m) Dim. [

VOLUME Al 351694 .52 350638.44 T.73 17.50 0.00E+0D 211.72  Surface-Based 49.24 8.14
Atkritumu kratuve

YOLUME A2 351775.06 35080440 7.03 1.25 0.00889 4144  Surface-Based 9.64 0.58
Segls atkritumu kompostesanas laukums

YOLUME AS 351883.46 35075037 6.86 5.00 0.00E+0D 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

YOLUME AB(1) 351834 66 350666.14 7.00 2,00 0.00258 3000 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

VOLUME AT 351664.83 350869.52 7.10 5.00 0.00E+0 36.37  Surface-Based §.46 233
Atkritumu skirosanas centrs

WOLUME AB(1) 351580.62 350828.71 7.88 2.00 0.08730 51.38  Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

YOLUME A1) 35168938 350803.14 7.49 2.00 0.00622 5186  Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apsirade)

YOLUME AB(2) 351834.66 350666.14 7.00 2,00 0.00415 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

YOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00250 91.38  Surface-Based 11.95 0.93
Alkritumu skeldosanas laukums (uzglabasana)

YOLUME AR(2) 351689.38 350803.14 7.49 2.00 0.01250 5196 Surface-Based 12.08 093
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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Control Pathway

Dispersion Options

AERMOD

Titles
PSIA "Ventspils labiekartosanas kombinats”
PM2.5 - Gada videja koncentracija, meg/m3

Dispersion Options

[g Regulatory Default D Non-Default Options

Dispersion Coefficient

Rural

Output Type
Ia Concentration

[] Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal

D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Warnings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type
PM25

Averaging Time Options

vows (20 LB L (O LA LA LT

Exponential Decay

Option not available

Terrain Height Options

2 3 4 6 8 12 24 D Flat [E' Elevated  SO: Meters
Month Pericd Annual RE: Meters
D D E' TG: Meters
Flagpole Receptors
E Yes D No
Default Height = 2.00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type " (m) () {Optional) [m] lg/s] (K] [mJs) [m)

POINT A3 351846.74 35082829 6.72 6.50 0.00E+D 433.15 4.53 0.35

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847 31 6.09 6.55 0.00E+D 77315 50.00 0.13

Avarijas biogazes sadedzinasanas lapa "KKG 8507
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Source Pathway - Source Inputs

AERMOD
Volume Sources
z Base Release Emission Length Building Initial Initial
Source Source X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type o [m] (mi {Optional) m] [a/s] [m] [m] Dim. [m) Dim. [

VOLUME Al 351694 .52 350638.44 T.73 17.50 0.00E+0D 211.72  Surface-Based 49.24 8.14
Atkritumu kratuve

YOLUME A2 351775.06 35080440 7.03 1.25 0.00134 4144  Surface-Based 9.64 0.58
Segls atkritumu kompostesanas laukums

YOLUME AS 351883.46 35075037 6.86 5.00 0.00E+0D 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

YOLUME AB(1) 351834 66 350666.14 7.00 2,00 0.00039 3000 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

VOLUME AT 351664.83 350869.52 7.10 5.00 0.00E+0 36.37  Surface-Based §.46 233
Atkritumu skirosanas centrs

WOLUME AB(1) 351580.62 350828.71 7.88 2.00 0.02570 51.38  Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

YOLUME A1) 35168938 350803.14 7.49 2.00 0.00094 5186  Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apsirade)

YOLUME AB(2) 351834.66 350666.14 7.00 2,00 0.00063 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

YOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00038 91.38  Surface-Based 11.95 0.93
Alkritumu skeldosanas laukums (uzglabasana)

YOLUME A(Z) 35168938 350803.14 748 2.00 0.00188 5196 Surface-Based 12.08 093
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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Control Pathway

AERMOD

Dispersion Options

Titles
PSIA "Ventspils labiekartosanas kombinats”
Smaka - Stundas 169. augstaka koncentracija, OUE/m3

Dispersion Options Dispersion Coefficient
[g Regulatory Default D Non-Default Options
Rural
Output Type

Ia Concentration
[] Total Deposition (Dry & Wet)
D Dry Deposition
D Wet Deposition

Plume Depletion
D Dry Removal

D Wet Removal

Output Warnings
D No Output Warnings

D Non-fatal Warnings for Non-sequential Met Data

Pollutant / Averaging Time / Terrain Options

Pollutant Type Exponential Decay
OTHER - SMAKA Option not available

Averaging Time Options

Hours [El D [:l [:l D D [:. [] Terrain Height Options

2 3 4 6 8 12 24 Dmx [E'szevatea SO; Meters

Month Period Annual RE: Meters
D D D TG: Meters

Flagpole Receptors

E Yes D No

Default Height = 2.00 m
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Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate ¥ Coordinate Elevation Height Rate Temp. Velocity Diameter
Type " (m) () {Optional) [m] lg/s] (K] [mJs) [m)

POINT A3 351846.74 35082829 6.72 6.50 0.00E+D 433.15 4.53 0.35

Katla “Viessmann Vitoplex 2007 dumenis
POINT Ad 351841.74 350847 31 6.09 6.55 0.00E+D 77315 50.00 0.13

Avarijas biogazes sadedzinasanas lapa "KKG 8507
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Source Pathway - Source Inputs

AERMOD
Volume Sources
z Base Release Emission Length Building Initial Initial
Source Source X Coordinate ¥ Coordinate Elevation Height Rate of Side Height Lateral Vertical
Type o [m] (mi {Optional) m] [a/s] [m] [m] Dim. [m) Dim. [

VOLUME Al 351694 .52 350638.44 T.73 17.50 10 758.00000 211.72  Surface-Based 49.24 8.14
Atkritumu kratuve

YOLUME A2 351775.06 35080440 7.03 1.25 53200000 4144  Surface-Based 9.64 0.58
Segls atkritumu kompostesanas laukums

YOLUME AS 351883 .46 35075037 6.86 5.00 4 B61.00000 3362 Surface-Based 7.82 235
Atkritumu prieksapstrades centrs

YOLUME AB(1) 351834 66 350666.14 7.00 2,00 0.00E+0 3000 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (apstrade)

VOLUME AT 351664.83 350869.52 7.10 5.00 29800000 36.37  Surface-Based §.46 233
Atkritumu skirosanas centrs

WOLUME AB(1) 351580.62 350828.71 7.88 2.00 0.00E+D 51.38  Surface-Based 11.95 0,93
Alkritumu skeldosanas laukums (apstrade)

YOLUME A1) 35168938 350803.14 7.49 2.00 0.00E+0 5186  Surface-Based 12.08 0.93
Alkritumu drupinasanas un sijasanas laukums (apsirade)

YOLUME AB(2) 351834.66 J20666.14 7.00 2,00 441.00000 30,00 Surface-Based 6.98 0.93
Atkritumu uzglabasanas laukums (uzglabasana)

YOLUME AB(Z) 351580.62 350829.71 7.88 2.00 0.00E+0D 91.38  Surface-Based 11.95 093
Alkritumu skeldosanas laukums (uzglabasana)

YOLUME AR(2) 351689.38 350803.14 7.49 2.00 0.00E+D 5196 Surface-Based 12.08 093
Atkritumu drupinasanas un sijasanas laukums (uzlabasana)
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5. PIELIKUMS

Izkliedes kartes (grafiski attéloti aprékinu rezultati)

351500

Apziméjumi 0 250 500 1000
D PSIA “Ventspils labiekartosanas PM1o gada vidéja
kombinats” teritorja fona koncentracija, pg/m’
Teritorija, kura netiek vértéta 12.88008 12.8808 12.883 12888 129
comatem N
normativiem - Kartogrifiska pamatne:

LGlA ortofoto 7. cikls
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